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INTRODUCTION 

The  object  of  this  PLANT  MAINTENANCE  MANUAL 

is  to  make  definite  recommendations,  in  concise  form,  for  the 
proper  maintenance  painting  of  plants,  structures  and  equip- 
ment under  normal  industrial  operating  conditions. 

We  have  not  attempted  to  cover  those  unusual  condi- 
tions of  exposure  or  service  which  can  best  be  solved  by  indi- 
vidual study  and  the  formulation  of  special  protective  coatings. 
For  the  solution  of  such  problems,  we  offer  the  services  of 
our  experienced  technical  staff,  without  obligation. 

Outstanding  industrial  concerns,  public  utility  companies 
and  railroads — as  well  as  operating  men  in  every  branch  of 
industry  and  in  the  construction  field — have  come  to  depend 
upon  Debevoise  paints.  Whether  the  problem  be  one  of  pres- 
ervation, decoration,  sanitation  or  better  interior  illumination, 
we  are  in  position  to  serve  you  with  confidence  based  upon 
years  of  successful  experience. 

In  the  interest  of  efficient  plant  maintenance,  and  with 
a view  to  promoting  our  business  together,  we  urge  you  to 
retain  this  Manual  for  ready  reference  and  to  communicate 
with  us  as  your  paint  requirements  develop. 


THE  DEBEVOISE  COMPANY 


• for  all  branches  of  industry 

Manufacturing  and 
Public  Utility  Plants 
Railroads  and  Mines 

alsofor 

all  Public  Buildings 
Institutions  . . . and 
New  Construction  Work 

• to  preserve  and  decorate 

the  exterior  and  interior 
of  plants  and  structures 

of  all  types also 

machinery  and  equipment 
outdoors  and  indoors 


THE  DEBEVOISE  COMPANY 

PAINT  MAKERS 
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EXTERIOR  WORK 

Priming  and  Finishing  Coats 

METAL  pages 

Aluminum  Paints: 

Decoseal  Aluminum  Paint  No.  630  6-8 

Tank  Aluminum  No.  631  7 

Aviation  Yellow  No.  652  9 

Decoseal  Aluminum  Paint  No.  630  6-8 

Dereka  Metal  Paints: 

Red  No.  500  4-7 

Red  No.  505  4-7 

All  other  colors  7 

Crown  Paint  for  gas  holders  8 

Holder  Paint  8 

Lower  Lift  Holder  Paint  8 

Stack  Black  No.  516  9 

Duolead  Primer  Brown  No.  570  5 

Durable  Brown  Metallic  Paint  9 

Durable  Red  Oxide  Paint  9 

Fire  Red  Enamel  No.  688  10 

Gas  Holder  Paints: 

Crown  Paint  8 

Holder  Paint  8 

Lower  Lift  Holder  Paint  8 

Industra  Red  Lead  Compound  No.  352  5 

Industra  Smokestack  Black  No.  35 1 9 

Metallic  Gray  No.  555  6-8 

Miracle  Red  No.  554  5 

Plant  Green  No.  564  7 

Pure  Ready  Mixed  Red  Lead  No.  356  5 

Quality  Brown  Metallic  Paint  9 

Quality  Red  Oxide  Paint  9 

Red  Lead  Paints: 

Industra  Red  Lead  Compound  No.  352  5 

Pure  Ready  Mixed  Red  Lead  No.  356  5 

Stack  Paints: 

Dereka  Stack  Black  No.  516 9 

Industra  Smokestack  Black  No.  351  9 

Stack  Black  No.  146  9 

Tank  Aluminum  No.  63 1 7 

Transformer  Gray  No.  590  10 

Transformer  Priming  Gray  No.  589  4 

Utility  Blue  Lead  No.  569  4-8 

Utility  Gloss  Black  .......  7 

WOOD 

Best  Quality  Paint 10-11 

Building  White  No.  610  10-11 

Character  Greens  12 

Character  Outside  White  No.  249  10-11 

Concote  II 

Deck  Paint  12 

Durable  Red  Oxide  Paint  12 

Quality  Red  Oxide  Paint  12 

Utility  Wood  Paint  Red  12 

BRICK.  CONCRETE,  STUCCO.  Etc. 

Best  Quality  Paint 13 

Building  White  No.  610  13 

Concote 1 3 

Durable  Red  Oxide  Paint 13 

Quality  Red  Oxide  Paint  13 


INTERIOR  WORK 


Priming  and  Finishing  Coats 

METAL  pages 

Aluminum  Paints: 

Decoseal  Aluminum  Paint  No.  630  14 

Heatcote  Aluminum  No.  632  17 

Boiler  Front  Black 17 

Condenser  Tube  Cement  16 

Dado  and  Machinery  Enamel 16 

Deb-e-lite:  the  modern  Mill  White  17 

Decoseal  Aluminum  Paint  No.  630  14 

Dereka  Metal  Paints: 

Red  No.  500 15 

Red  No.  505 14-15 

All  other  colors 15 

Fume  Proof  Enamel  White  17 

Fume  Proof  Flat  White  17 

Heatcote  Aluminum  No.  632  17 

Mill  White  (see  Deb-e-lite  above) 17 

Miracle  Red  No.  554 14-15 

Piax  (Black) 1 5 

Servicecoat  Enamel 16 

Servicecoat  Heat  Resisting  Enamel  16 

Transformer  Gray  No.  590 16 

Transformer  Priming  Gray  No.  589 14 

Utility  Gloss  Black I 5 

WOOD 

Aluminum  Wood  Primer 18 

Best  Quality  Paint 18 

Concrete  Floor  Enamel 18-19 

Deb-e-lite:  the  modern  Mill  White  18-19 

Interior  Undercoater  White 18 

Mill  White  (see  Deb-e-lite  above) 18-19 

Servicecoat  Enamel 19 

Varnishes: 

Deb-e-var  Spar  Varnish 19 

Extra  Floor  Varnish 19 

Varnish  No.  1 68  1 9 

BRICK,  CONCRETE,  PLASTER  and  WALL  BOARD: 

Aluminum  Paint,  Decoseal,  No.  630 20-22 

Concote  20-2 1 

Concrete  Floor  Enamel  20-22 

Dado  and  Machinery  Enamel 20-22 

Deb-e-lite:  the  modern  Mill  White  21 

Decoseal  Aluminum  Paint  No.  630  20-22 

Fume  Proof  Enamel  White  22 

Fume  Proof  Flat  White  22 

Luxe  Enamel  White  21 

Mill  White  (see  Deb-e-lite  above)  21 

Wall  Primer 20 
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DEREKA  and  OTHER  METAL  PRESERVATIVE  PAINTS 

See  Color  Chart  on  page  23  and  Specifications  for  Use  on  page  24. 


METAL 


Exposed  structural  iron  and  steel  of 
buildings,  standardized  plant 
structures,  piers  and  sheds,  grain 
elevators,  sheet  metal  siding  and 
roofs,  skylights  and  ventilators, 
window  frames  and  sash,  fences, 
metal  tanks  of  all  kinds,  stand- 
pipes, exposed  pipe  lines,  cranes 
and  runways,  coal  handling  equip- 
ment, conveyors,  bridges,  trestles, 
gas  holders  (all  surfaces  except 
lower  lifts  of  water-sealed  hold- 
ers), transmission  and  other  tow- 
ers, tank  cars  and  other  rolling 
stock,  ornamental  iron  work,  lamp 
standards  and  general  interior 
plant  use  (excepting  new  galva- 
nized iron  surfaces). 

Fire  apparatus,  hydrants,  alarm 
boxes,  signals,  warning  signs,  etc. 

Lined  stacks,  breechings,  flues,  hot 
air  ducts  and  other  surfaces  or 
equipment  where  the  tempera- 
ture will  not  exceed  350°  F. 


PRIMING  COATS 

DEREKA  METAL  PAINT  Red  No.  500  

An  easy-working,  dependable,  rust-inhibitive  paint  that  is  generally  used 
where  the  utmost  protection  against  rust,  corrosion  and  weather  exposure 
is  required. 

It  is  superior  to  red  lead  for  priming  and  shop  coats,  and  unlike  Dereka 
Red  No.  505,  may  also  be  used  as  an  exposure  paint. 

On  account  of  its  rust-inhibitive  properties  and  ability  to  resist  the 
destructive  influences  of  weather,  dampness,  gases  and  fumes,  Red  No. 
500  can  be  used  with  excellent  results  as  a finishing  coat  on  exposed  iron 
and  steel.  For  other  suitable  finishing  coat  colors  see  page  23. 

Red  No.  500  should  be  allowed  ten  days  to  two  weeks  for  thorough  drying 
before  being  second-coated. 

Finish:  Gloss.  Thinner,  if  required:  Use  turpentine  sparingly. 
Recommended  Spreading  Rate:  500  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coafing:  10  to  14  days. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


DEREKA  METAL  PAINT  Red  No.  505  

This  paint  is  equal  in  its  rust-inhibitive  properties  to  Red  No.  500,  but 
dries  more  quickly  and  with  less  gloss.  It  is  intended  only  as  a priming 
coat  and  not  for  prolonged  exposure  to  the  weather. 

Red  No.  505  is  generally  used  where  quick-drying  is  essential,  and  where 
the  priming  and  finishing  coats  may  be  applied  within  two  or  three  days 
of  each  other.  It  can  be  second-coated  in  from  twenty-four  to  forty-eight 
hours. 

Finish:  Semi-gloss.  Thinner,  if  required:  Use  turpentine  sparingly. 
Recommended  Spreading  Rate:  400  to  500  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  to  48  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


Iron  and  steel  construction  subject 
to  sulphur  fumes  and  other  se- 
vere exposure  and  atmospheric 
conditions. 


DEBEVOISE  UTILITY  BLUE  LEAD  No.  569  

This  paint  checks  pitted  corrosion  and  is  rust  inhibitive.  It  has  great  hiding 
properties  and  when  used  as  a finishing  coat  it  withstands  severe  atmos- 
pheric conditions  and  is  highly  resistant  to  manufacturing  fumes,  par- 
ticularly sulphur. 

The  small  particle  size  of  sublimed  blue  lead  insures  a paint  which  flows 
evenly  with  little  effort  and  adheres  tenaciously  to  the  surface,  whether 
it  be  rough  or  smooth. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  650  to  700  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 

Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


Transformers,  substations,  oil 
switches,  regulators  and  similar 
iron  and  steel  construction  or 
equipment  usually  located  out- 
doors but  sometimes  found  in- 
doors. 


DEBEVOISE  TRANSFORMER  PRIMING  GRAY  No.  589  . 

This  quick-drying  primer  not  only  inhibits  corrosion,  but  resists  the  solvent 
action  of  oil.  It  reinforces  these  desirable  properties  in  the  finishing  coat 
of  Debevoise  Transformer  Gray  No.  590  and  provides  maximum  protec- 
tion to  the  metal.  See  page  10. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  to  48  hours. 
Color:  Medium  gray  (not  shown  in  this  Manual). 
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METAL  — continued 


PRIMING  COATS — continued 


Gas  holders:  tanks,  lower  lifts  and 
cups  of  water-sealed  holders; 
upper  lifts,  crowns,  guide  frames 
and  other  surfaces  requiring 
painting. 


DEBEVOISE  DUOLEAD  PRIMER  Brown  No.  570  . . . . 

This  primer  is  made  on  a pigment  base  composed  of  finely  ground  red 
lead  and  sublimed  blue  lead,  thus  combining  the  good  qualities  of  each 
in  proportions  which  have  been  determined  as  best  to  insure  a rust- 
inhibitive  primer.  Due  to  the  combination  of  the  two  leads,  this  paint  re- 
mains in  suspension  and  is  quickly  stirred  to  proper  consistency  for  brush 
application.  It  works  more  easily  than  red  lead  and  spreads  further. 

It  is  especially  recommended  for  priming  or  retouching  gas  holders; 
also  other  surfaces  subject  to  weather-exposure  or  occasional  immersion. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  600  to  650  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 

Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


Gas  holders:  lower  lifts  and  cups 
of  water-sealed  holders;  also 
metal  surfaces  subject  to  severe 
conditions  of  moisture  and  con- 
stant contact  with  chemical 
fumes,  etc. 

Iron  and  steel  exposed  to  electro- 
lytes, salt  water,  weak  acids,  sul- 
phurous gases,  etc. 


DEBEVOISE  MIRACLE  RED  No.  554  

Miracle  Red  is  the  result  of  long  research,  including  extensive  exposure 
tests,  to  develop  a paint  which  would  be  at  once  a rust-inhib’rtive  primer 
and,  of  itself,  a complete  protection  against  moisture  and  severe  manu- 
facturing fumes.  It  may  be  used  in  either  single  or  double  coat  applica- 
tion. 

Because  of  these  characteristics  and  its  quick-drying  properties,  Miracle 
Red  is  particularly  recommended  for  single-coat  application  on  steel- 
work and  other  equipment  in  subcellars  and  wherever  conditions  of  mois- 
ture are  so  severe  that  it  is  usually  necessary  to  dry  the  surface  with  a 
blow-torch  before  painting  and  where  a two-coat  job  is,  therefore,  im- 
practical. 

Miracle  Red  No.  554  is  a combination  of  the  finest  anti-corrosive  pigment 
and  a vehicle  which  dries  to  a tough,  non-porous  film  and  stands  up  for 
the  greatest  length  of  time  under  conditions  which  completely  destroy 
ordinary  paints. 

Finish:  Semi-gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  400  to  450  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 

Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


For  miscellaneous  iron  and  steel 
surfaces  such  as  those  enumer- 
ated above,  where  a red  lead 
priming  or  shop  coat  is  required 
in  preference  to  any  other  type 
of  primer. 


DEBEVOISE  PURE  READY-MIXED  RED  LEAD  No.  356  . 

This  is  one  of  the  few  pure  ready-mixed  red  lead  paints  on  the  market. 
It  possesses  the  well-known  characteristics  of  this  pigment,  protecting 
metal  against  corrosion  and  resisting  extreme  moisture  and  immersion. 
It  has  great  spreading  capacity  and  will  not  run  nor  sag. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  600  to  650  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  About  48  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


Miscellaneous  iron  and  steel  where 
an  inexpensive  red  lead  primer 
is  required. 


DEBEVOISE  INDUSTRA  RED  LEAD  COMPOUND  No.  352 


This  primer  is  a combination  of  red  lead  and  other  pigments  and  a suit- 
able vehicle.  It  is  properly  formulated  to  assure  the  pigment  being  held 
in  suspension.  It  has  been  developed  for  use  where  a red  lead  paint  of 
medium  price  is  required. 

It  is  an  easy-working,  free-spreading  paint  which  will  give  good  service 
as  a shop  coat  on  structural  steel  and  as  a primer  on  miscellaneous  iron 
and  steel  construction. 


Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  About  48  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 
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THE  DEBEVOISE  COMPANY  - Brooklyn,  New  York 


M ETAL — continued 


PRIMING  COATS — continued 


New  galvanized  iron  surfaces,  in- 
cluding industrial  buildings,  ware- 
houses, sheds,  tanks,  ventilators, 
flues,  piping  and  other  exposed 
galvanized  iron  work. 

Water  tanks  (interior  surfaces). 

Roofs  of  tin,  galvanized  iron  and 
other  metal;  gutters,  valleys, 
leaders,  flashings,  eaves,  etc. 


DEBEVOISE  METALLIC  GRAY  No.  555  

This  paint  is  based  upon  metallic  zinc  pigment.  It  is  therefore  particu- 
larly recommended  for  use  on  galvanized  iron,  providing  an  excellent 
foundation  for  a final  coat  of  Dereka  Metal  Paint  in  any  desired  shade. 

It  must  be  borne  in  mind,  however,  that  the  painting  of  new  galvanized 
iron  presents  difficulties.  If  sufficient  time  cannot  be  allowed  for  the 
surfaces  to  weather  properly,  they  should  be  treated  with  one  of  the 
preparations  referred  to  in  the  Specifications  for  Use  on  page  24  before 
any  paint  is  applied. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine  and  linseed  oil. 
Recommended  Spreading  Rate:  About  800  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


Exposed  iron  and  steel  previously 
painted  with  gilsonite,  asphaltum 
or  other  bituminous  coatings. 
(Not  for  use  as  a primer  on  un- 
painted metal.) 


DECOSEAL  ALUMINUM  PAINT  No.  630  

A paint  which  can  be  applied  in  one  coat  to  seal  surfaces  previously 
covered  with  asphaltum  or  gilsonite  base  paints. 

It  dries  to  a brilliant  metallic  aluminum  finish  which  is  both  decorative 
and  durable.  If  a different  color  is  required.  Decoseal  should  be  used 
simply  as  a sealer  and  finished  with  Derelta  Metal  Paint  on  outside 
work,  or  a suitable  Debevoise  interior  paint  on  indoor  work. 

Finish:  Metallic  gloss.  Thinner,  if  required:  Use  turpentine  sparingly. 
Recommended  Spreading  Rate:  600  to  700  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 
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DEREKA  and  OTHER  METAL  PRESERVATIVE  PAINTS 

See  Color  Chart  on  page  23  and  Specifications  for  Use  on  page  24. 


METAL 


Exposed  structural  iron  and  steel 
of  buildings,  standardized  plant 
structures,  piers  and  sheds,  grain 
elevators,  sheet  metal  siding  and 
roofs,  skylights  and  ventilators, 
window  frames  and  sash,  fences, 
metal  tanks  of  all  kinds,  stand- 
pipes, exposed  pipe  lines,  cranes 
and  runways,  coal  handling 
equipment,  conveyors,  bridges, 
trestles,  transmission  and  other 
towers,  tank  cars  and  other  roll- 
ing stock,  ornamental  iron  work, 
lamp  standards  and  general  in- 
terior plant  use. 


FINISHING  COATS 

DEREKA  METAL  PAINT 

This  paint  prevents  rust  and  corrosion  because  of  its  superior  resistance 
to  the  attacks  of  weather,  dampness,  fumes,  and  gases. 

It  provides  a tough,  elastic,  impermeable  film  which  gives  long  service 
even  along  the  sea  coast  and  in  the  tropics. 

It  is  easy  to  apply,  spreads  well  and  has  unusual  hiding  power. 

Where  an  intermediate  coat  is  required  on  new  work,  use  Dereka  Metal 
Paint  in  a color  different  from  that  of  the  priming  or  finishing  coat  to 
assure  thorough  coverage.  Dereka  Brown  No.  503  is  a good  contrasting 
color  and  is  frequently  preferred  as  an  intermediate  coat.  A selection 
of  other  finishing  coat  colors  will  be  found  on  page  23. 

Finish:  Gloss.  Thinner,  if  required:  Use  turpentine  sparingly. 
Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating: 

Red  No.  500 — 10  days  to  2 weeks. 

Red  No.  505 — 24  to  48  hours. 

Other  colors — 48  hours. 

Colors:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


Galvanized  iron  industrial  buildings, 
warehouses,  sheds,  tanks,  ventila- 
tors, flues,  piping  and  other  ex- 
posed galvanized  iron  work. 

Roofs,  gutters,  valleys,  leaders, 
flashings,  eaves,  etc.,  of  tin,  gal- 
vanized iron  and  other  metal. 


DEBEVOISE  TANK  ALUMINUM  No.  631 

This  paint  is  recommended  as  a finish  coat  for  all  exterior  metal  surfaces. 
It  is  in  particular  demand  for  use  on  light-oil  storage  tanks  because  it 
reflects  the  rays  of  the  sun,  thereby  keeping  the  temperature  at  a 
minimum  and  reducing  evaporation  losses. 

New  or  unpainted  metal  should  always  be  primed  with  a rust-inhibitive 
paint  before  applying  Tank  Aluminum.  For  this  purpose,  Dereka  Metal 
Paint  Red  No.  505  is  recommended  as  the  best  possible  undercoat. 

Finish:  Metallic  gloss.  Thinner,  if  required:  Turpentine. 
Recommended  Spreading  Rate:  600  to  700  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 

Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


DEBEVOISE  UTILITY  GLOSS  BLACK 

Th  is  is  a jet  black,  fine  gloss  paint,  which  dries  quickly  and  flows  easily. 
It  is  especially  serviceable  as  a finishing  coat  on  metal  either  exposed  to 
the  weather  or  located  indoors.  It  dries  to  a tough,  durable,  impermeable 
film  which  affords  adequate  protection  to  the  surface  coated  and  requires 
less  frequent  repaintings  than  many  other  blacks  used  under  similar  con- 
ditions. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine  and  linseed  oil. 
Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 
Specifications  for  Use:  Page  24. 


DEBEVOISE  PLANT  GREEN  No.  564 


An  exceedingly  durable  paint  that  dries  to  a high  gloss  finish  and  will 
be  found  especially  serviceable  where  a green  of  unusual  brightness  and 
color  permanence  is  required. 

Finish:  High  gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  350  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 
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METAL  — continued 


FINISHING  COATS  — continued 


Any  of  the  preceding  surfaces,  but 
particularly  those  subject  to  sul- 
phur fumes  such  as  encountered 
in  copper  smelting  operations. 


Exposed  iron  and  steel  previously 
painted  with  gilsonite,  asphaltum 
or  other  bituminous  coatings. 


Gas  holders:  tanks,  guide  frames 
and  lifts  of  water-sealed  holders, 
and  all  surfaces  of  waterless  type 
holders. 


Water  Tanks  (interior  surfaces). 
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DEBEVOISE  UTILITY  BLUE  LEAD  No.  54T 

This  paint  is  rust-inhibitive  and  checks  pitted  corrosion.  It  has  great  hid- 
ing power;  and  when  used  as  a finishing  coat  it  withstands  severe  atmos- 
pheric conditions  and  is  especially  resistant  to  sulphur  and  other  manu- 
facturing fumes.  It  flows  evenly  with  little  effort  and  adheres  tightly  to 
the  surface  whether  it  be  rough  or  smooth. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rote:  650  to  700  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 

Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


DECOSEAL  ALUMINUM  PAINT  No.  630  

A one-coat,  non-bleeding  aluminum  paint  which  effectively  seals  sur- 
faces previously  coated  with  asphaltum  or  gilsonite  base  paints. 

It  makes  an  attractive  and  durable  finish  in  metallic  aluminum,  or  it  can 
be  painted  over  in  any  desired  shade. 

Finish:  Metallic  gloss.  Thinner,  if  required:  Use  turpentine  sparingly. 
Recommended  Spreading  Rate:  600  to  700  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


DEREKA  HOLDER  PAINT 

Proper  protection  of  gas  holders  can  be  secured  only  through  the  use  of 
paint  of  exceptional  quality.  Dereka  Holder  Paint,  because  of  its  spe- 
cially treated  vehicle,  provides  a continuous  non-porous  film,  excludes  air 
and  moisture  and  thereby  prevents  corrosion. 

It  is  a weather-proof  paint  of  proven  merit,  highly  resistant  to  severe 
manufacturing  fumes  prevalent  in  the  vicinity  of  gas  plants  and  which 
are  so  destructive  of  all  ordinary  paints. 

Dereka  Paints  have  proven  their  superiority  for  this  service  and  are  in 
continued  demand  because  of  their  unusual  durability  and  fine  appear- 
ance. 

Dereka  Holder  Paint  may  be  had  in  any  of  the  shades  of  Dereka  Metal 
Paint  shown  on  page  23.  Buff  Brown  No.  523  is  in  great  demand  because 
it  is  about  the  shade  of  rust  stain.  For  that  reason  it  is  particularly  service- 
able on  water-sealed  holders. 

For  crowns  of  holders,  and  for  lower  lifts  of  water-sealed  holders,  Dereka 
Holder  Paint  is  supplied  in  special  formulas  designed  to  meet  these 
severe  conditions  of  service.  These  special  formulations  are  known  as: 
DEREKA  LOWER  LIFT  HOLDER  PAINT  and  DEREKA  CROWN  PAINT, 
and  are  available  in  the  Dereka  colors  shown  on  page  23  and  in  special 
shades  to  meet  company  standards. 

Finish:  Gloss.  Thinner,  if  required:  Use  turpentine  sparingly. 
Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Colors:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


DEBEVOISE  METALLIC  GRAY  No.  555  

A metallic  zinc  paint,  highly  resistant  to  direct  contact  with  water.  It  is 
non-poisonous,  and  may  be  used  with  entire  safety  on  the  inside  of  metal 
tanks  containing  water  for  drinking  purposes.  Two  coats  should  be  applied 
for  best  results. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine  and  linseed  oil. 
Recommended  Spreading  Rate:  About  800  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


METAL  — continued 


FINISHING  COATS-co^m/ecy 


Industrial  buildings,  roofs,  ware- 
houses, sheds  and  miscellaneous 
iron  and  steel  construction. 


DEBEVOISE  QUALITY  RED  OXIDE  PAINT 
DEBEVOISE  QUALITY  BROWN  METALLIC  PAINT 
DEBEVOISE  DURABLE  RED  OXIDE  PAINT 

DEBEVOISE  DURABLE  BROWN  METALLIC  PAINT 

Two  grades  of  oxide  of  iron  paint  made  from  carefully  selected  imported 
and  domestic  materials,  and  designed  to  give  very  good  protection  at 
low  cost.  Both  grades  are  available  in  red  and  brown. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine  and  linseed  oil. 
Recommended  Spreading  Rate:  500  to  550  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Colors:  The  reds  are  similar  to  Best  Quality  Paint  Red  Oxide 
No.  283.  The  browns  are  similar  to  Best  Quality  Paint 
Brown  Oxide  No.  261.  See  chart,  page  35. 


Roofs  of  buildings,  tanks  and  other 
structures  and  crowns  of  gas 
holders,  on  air  routes  and  in  the 
vicinity  of  airports. 


DEBEVOISE  AVIATION  YELLOW  No.  652 


Designed  for  marking  roofs  of  prominent  buildings  and  structures  to 
assist  aviators  in  determining  their  location  and  the  direction  and  mileage 
to  nearest  airport. 

The  color  and  composition  of  the  paint  conform  to  the  recommendations 
of  the  United  States  Government. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Color:  Not  shown  in  this  Manual.  Color  card  on  request. 


Hof  surfaces:  lined  steel  stacks, 
breechings,  flues,  air  ducts  and 
similar  surfaces  subject  to  heat 
not  in  excess  of  350°  F. 


DEREKA  STACK  BLACK  No.  516 

A high  gloss  intense  black  finish  recommended  for  use  on  lined  smoke- 
stacks, flues  and  other  weather-exposed  surfaces  where  the  temperature 
will  not  normally  exceed  350°  F.  It  has  substantial  body,  works  easily 
under  the  brush  and  covers  solidly  in  one  coat. 

Finish:  High  gloss.  Thinner,  if  required:  Turpentine  and  kerosene. 
Recommended  Spreading  Rate:  About  450  sq.  ft.  per  gallon. 
Recommended  Drying  Time:  Ordinarily  applied  in  only  one  coat. 

For  two-coat  work,  allow  24  hours  between  coats. 


DEBEVOISE  INDUSTRA  SMOKESTACK  BLACK  No.  351  . 

This  is  an  exterior  paint  of  similar  composition  to  Dereka  Stack  Black  No. 
516  and  resistant  to  the  same  degree  of  temperature,  but  selling  at  a 
lower  price.  It  is  intended  for  heavy-duty  use  where  the  high  gloss  and 
fine  appearance  of  Dereka  Stack  Black  is  not  an  absolute  requirement. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine  and  linseed  oil. 
Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time:  Usually  applied  in  one  coat  only. 

For  two-coat  work,  allow  48  hours  between  coats. 


Unlined  steel  stacks,  hot  flues,  fur- 
naces, etc.,  subject  to  a maxi- 
mum temperature  of  500°  F. 


DEBEVOISE  STACK  BLACK  No.  146 

This  is  a glossy  black  intended  to  resist  a much  higher  degree  of  heat 
than  Dereka  Stack  Black  No.  516  or  Industra  Smokestack  Black  No.  351. 
It  will  render  satisfactory  service  on  interior  or  exterior  surfaces  subject 
to  temperatures  up  to  500°  F.,  such  as  unlined  stacks,  flues,  etc.  It  dries 
to  a tough,  elastic  film  and  may  be  applied  direct  to  bare  metal  or 
over  heat-resisting  paint  that  is  in  fit  condition  for  repainting. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  About  300  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  12  hours. 
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THE  D E D E VO  I $ E COMPANY  - Brooklyn,  New  York 


FINISHING  COATS-conWc/ 


M ET  AL— continued 


Transformers,  substations,  oil 
switches,  regulators  and  similar 
iron  and  steel  construction  or 
equipment  usually  located  out- 
doors, but  sometimes  located  in- 
doors. 


Fire  apparatus,  hydrants,  alarm 
boxes,  danger  signals,  warning 
signs,  safety  gates  and  rails,  and 
other  metal  (or  wood)  surfaces 
requiring  a durable,  color  fast 
red. 


DEBEYOISE  TRANSFORMER  GRAY  No.  590  

A high  gloss  enamel  that  is  unaffected  by  oil  and  is  designed  to  give 
adequate  protection  to  transformers  and  similar  equipment  located 
indoors  or  outdoors. 

It  dries  dust  free  in  about  five  hours  to  a tough,  elastic  film  that  is  very 
durable  under  the  conditions  encountered  in  this  service. 

DEBEVOISE  TRANSFORMER  PRIMING  GRAY  No.  589  is  recommended 
as  an  undercoat  on  surfaces  requiring  a priming  or  touch-up  coat. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  450  to  500  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  to  48  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 

DEBEVOISE  FIRE  RED  ENAMEL  No.  688  

An  unusually  fine  enamel  that  dries  quickly  to  a full,  durable  gloss  finish 
that  is  brilliant,  color  fast  under  ordinary  temperatures  and  stands  hard 
usage.  It  is  not  intended  for  use  on  hot  surfaces. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  350  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  6 hours. 

Color:  See  chart,  page  25.  Specifications  for  Use:  Page  26. 


BEST  QUALITY  and  OTHER  BUILDING  PAINTS 

See  Color  Charts  on  pages  31  and  35  and  Specifications  for  Use  on  pages  32  and  36. 


WOOD 


Body  and  trim  of  industrial,  rail- 
road and  mine  buildings;  mill  vil- 
lages; administration,  residential 
and  employee  buildings;  stores, 
sheds,  outhouses,  fences,  wood 
tanks,  silos,  trestles,  tipples  and 
other  exposed  wood  structures. 


PRIMING  COATS 

DEBEVOISE  BEST  QUALITY  PAINT,  in  White  and  Colors 

When  used  as  a priming  coat,  it  should  be  thinned  with  turpentine  to  cut 
the  gloss  and  thus  insure  proper  adhesion  of  the  succeeding  coat. 

Best  Quality  Paint  Gray  No.  278,  thinned  as  above,  makes  an  ideal  primer 
for  use  under  Debevoise  Character  Greens  and  Debevoise  Concote. 

Finish:  High  gloss,  which  should  be  cut  by  thinning  with  turpen- 
tine when  used  os  a primer  on  wood. 

Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Colors:  See  chart,  page  35.  Specifications  for  Use:  Page  36. 

DEBEVOISE  CHARACTER  OUTSIDE  WHITE  No.  249  . . 

For  use  as  a primer  only  where  it  is  intended  to  finish  with  the  same 
high  grade  paint.  It  should  be  thinned  when  so  used.  For  full  description 
of  this  product  see  page  1 1. 

Finish:  High  gloss,  which  should  be  cut  by  thinning  with  turpen- 
tine when  used  as  a primer. 

Recommended  Spreading  Rate:  600  to  650  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Specifications  for  Use:  Page  36. 

DEBEVOISE  BUILDING  WHITE  No.  610 

A heavy-duty  and  serviceable  outside  white  for  general  industrial  main- 
tenance and  for  use  on  employee  houses.  When  used  as  a priming  coat 
under  a finishing  coat  of  the  same  paint  or  other  good  grade  exterior 
paint,  it  should  be  thinned  with  turpentine. 

Finish:  Gloss,  which  should  be  cut  by  thinning  with  turpentine 
when  used  as  a primer. 

Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Specifications  for  Use:  Page  36. 
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BEST  QUALITY  and  OTHER  BUILDING  PAINTS 

See  Color  Charts  on  pages  31  and  35  and  Specifications  for  Use  on  pages  32  and  36. 


WOOD 


Body  and  trim  of  industrial,  rail- 
road and  mine  buildings;  mill  vil- 
lages, administration,  residential 
and  employee  buildings;  stores, 
sheds,  outhouses,  fences,  wood 
tanks,  silos,  trestles,  tipples  and 
other  exposed  wood  structures. 


FINISHING  COATS 


DEBEVOISE  BEST  QUALITY  PAINT,  in  White  and  Colors 


This  paint  is  intended  for  exterior  use  on  wood.  It  is  composed  of  the 
highest  grade  pigments  combined  with  treated  linseed  oil  and  driers, 
and  the  necessary  tinting  colors  to  produce  each  desired  shade.  All 
ingredients  are  accurately  proportioned,  scientifically  mixed  and  finely 
ground  in  modern  machinery,  with  the  result  that  this  paint  is  always 
uniform  in  body  and  in  color,  which  is  not  possible  in  paints  mixed  by 
hand.  It  is  easy  to  apply  and  has  a high  spreading  rate. 

Best  Quality  Paint  is  suitable  for  use  in  any  climate.  It  has  a long  record 
for  exceptional  performance  along  the  seacoast  and  in  tropical  coun- 
tries— localities  where  ordinary  paints  last  but  a short  time. 

Finish:  High  gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 

Recommended  Drying  Time  Before  Second-coating:  48  hours. 

Colors:  See  chart,  page  35.  Specifications  for  Use:  Page  36. 


DEBEVOISE  CHARACTER  OUTSIDE  WHITE  No.  249  . . 

This  paint  is  the  finest  of  exterior  whites.  It  was  originally  developed  for 
use  on  residences,  clubs,  etc.,  and  is  today  recommended  for  general  use 
where  absolute  protection,  fine  appearance,  and  long  service  are 
essential. 

It  is  a full-bodied  paint  with  easy-working  properties,  great  spreading 
capacity,  and  unusual  hiding  power.  It  chalks  slowly  and  presents  a fine 
surface  for  repainting  when  that  becomes  desirable. 

This  paint  is  particularly  adapted  for  use  along  the  seacoast.  It  can  be 
tinted  to  meet  almost  any  color  requirement. 

Finish:  High  gloss.  Thinner:  Turpentine  in  first  coat  only. 
Recommended  Spreading  Rate:  600  to  650  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Specifications  for  Use:  Page  36. 


DEBEVOISE  BUILDING  WHITE  No.  610 

A very  serviceable  and  economical  outside  white  for  general  plant  main- 
tenance and  for  use  on  employee  houses.  It  has  full  body,  covers  well, 
and  will  keep  its  color  in  industrial  atmospheres. 

Finish:  Gloss.  Thinner:  Turpentine  in  first  coat  only. 

Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Specifications  for  Use:  Page  36. 


DEBEVOISE  CONCOTE,  in  White  and  Tints 

This  paint  is  particularly  resistant  to  fumes  and  moisture  on  interior  work, 
but  it  will  also  prove  serviceable  as  a finishing  coat  on  exterior  wood 
surfaces  where  a flat  finish  is  required. 

Concote,  however,  is  used  principally  on  brick,  concrete,  cement  stucco 
and  similar  surfaces. 

Finish:  Flat.  Thinner:  Concote  Thinner  in  first  coat  only. 
Recommended  Spreading  Rate:  300  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  to  36  hours. 
Colors:  See  chart,  page  31.  Specifications  for  Use:  Page  32. 
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THE  DE  BE  VOISE  COMPANY- Brooklyn,  New  York 


WOOD  — continued 


FINISHING  COATS — continued 


Continued  from  page  11. 

Body  and  trim  of  industrial,  rail- 
road and  mine  buildings;  mill  vil- 
lages, administration,  residential 
and  employee  buildings;  stores, 
sheds,  outhouses,  fences,  wood 
tanks,  silos,  trestles,  tipples  and 
other  exposed  wood  structures. 


DEBEYOISE  CHARACTER  GREENS 

These  special  paints  are  particularly  noted  for  their  permanence  of  color. 
They  maintain  their  fine  appearance  under  severe  weather  exposure. 

Each  of  these  greens  is  especially  strong  in  tinting  properties  and  may 
be  intermixed  or  blended  to  suit  individual  requirements. 

For  best  results  apply  over  a preparatory  coat  of  Debevoise  Best  Quality 
Paint  Gray  No.  278. 

Finish:  High  gloss.  Thinner:  None  required. 

Recommended  Spreading  Rate:  550  to  500  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Specifications  tor  Use:  Page  36. 

Colors:  Not  shown  in  this  Manual.  Color  card  on  request. 


DEBEVOISE  UTILITY  WOOD  PAINT  Red 

A moderately  priced  paint  designed  for  general  exterior  use  where 
good  appearance,  adequate  protection  and  a durable  finish  are  required. 

In  two-coat  work,  thin  the  first  coat  only.  No  special  primer  is  required. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine  and  linseed  oil. 
Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Color:  Similar  to  Utility  Red  No.  514;  see  chart,  page  23. 


DEBEVOISE  QUALITY  RED  OXIDE  PAINT 

A moderate  priced  exterior  paint  for  use  on  wood,  brick  or  metal.  This 
paint  is  particularly  pleasing  in  color  and  provides  adequate  protection. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine  and  linseed  oil. 
Recommended  Spreading  Rate:  500  to  550  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Color:  Similar  to  Best  Quality  Paint  Red  Oxide  No.  283.  See 
chart,  page  35. 


DEBEVOISE  DURABLE  RED  OXIDE  PAINT 

An  economical  general  purpose  paint  for  wood,  brick  or  metal;  attrac- 
tive in  color;  and  providing  satisfactory  protection  under  most  condi- 
tions. 


Finish:  Gloss.  Thinner,  if  required:  Turpentine  and  linseed  oil. 
Recommended  Spreading  Rate:  500  to  550  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 

Color:  Similar  to  Best  Quality  Paint  Red  Oxide  No.  283.  See 
chart,  page  35. 


Porch  floors,  steps  and  risers,  can- 
vas covered  roofs  and  similar 
surfaces  subject  to  traffic. 


DEBEVOISE  DECK  PAINT 

Made  especially  to  withstand  the  severe  service  to  which  exposed  floors 
are  subjected. 

It  dries  over-night  to  an  elastic,  durable,  high  gloss  finish  that  resists 
abrasion,  is  easy  to  clean,  and  can  be  economically  renewed  when 
necessary. 

In  two-coat  work  only  the  first  coat  should  be  thinned.  No  special  primer 
is  needed. 

This  paint  is  made  in  twelve  standard  shades. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  500  to  550  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Colors:  Not  shown  in  this  Manual.  Color  card  on  request. 
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DEBEVOISE  CONCOTE  and  OTHER  BUILDING  PAINTS 

See  Color  Charts  on  pages  31  and  35  and  Specifications  for  Use  on  pages  32  and  36. 


BRICK,  CONCRETE, 
CEMENT  STUCCO, 
TERRA  COTTA 
and  STONE 

Walls,  parapets,  copings  and  other 
surfaces  exposed  to  the  weather. 


PRIMING  COAT 

DEBEVOISE  CONCOTE,  in  White  and  Tints 

This  paint  was  developed  for  use  on  porous  surfaces  of  concrete,  cement 
stucco,  brick,  terra  cotta,  stone  and  other  masonry.  It  is  based  upon  a 
vehicle  which  neutralizes  the  action  of  calcium  hydrate,  the  uncombined 
or  free  lime  in  Portland  cement,  which  tends  to  saponify  ordinary  oil 
coatings.  It  effectively  seals  the  pores,  retarding  the  progress  of  moisture 
from  without  and  providing  a suitable  foundation  for  succeeding  coats  of 
Debevoise  Best  Quality  Paint  or  other  suitable  exterior  paint. 

Concote  Thinner  should  be  added  to  the  Concote  used  for  priming  as 
directed  on  page  32. 

Finish:  Flat.  Thinner:  Concote  Thinner. 

Recommended  Spreading  Rate:  300  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  to  36  hours. 
Colors:  See  chart,  page  31.  Specifications  for  Use:  Page  32. 


BRICK,  CONCRETE. 
CEMENT  STUCCO, 
TERRA  COTTA 
and  STONE 


FINISHING  COATS 

DEBEVOISE  CONCOTE,  in  White  and  Tints 


Walls,  parapets,  copings  and  other  A flat  finish  paint  that  is  generally  recommended  for  use  on  interior 

surfaces  exposed  to  the  weather.  work‘  but  Vuitable  for  use  on  exterior  work  where  mild  climatic  condi- 

~ tions  prevail. 

Finish:  Flat.  Thinner:  Concote  Thinner  in  first  coat  only. 
Recommended  Spreading  Rate:  300  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  to  36  hours. 
Colors:  See  chart,  page  31.  Specifications  for  Use:  Page  32. 


DEBEVOISE  BEST  QUALITY  PAINT  and 

DEBEVOISE  BUILDING  WHITE  No.  610 

Recommended  for  use  as  finishing  coats  over  previously  painted  or 
properly  primed  surfaces  where  a gloss  finish  is  desired. 

For  descriptions  of  these  paints  see  page  I I. 


DEBEVOISE  QUALITY  RED  OXIDE  PAINT 

DEBEVOISE  DURABLE  RED  OXIDE  PAINT 

Two  moderately  priced  paints  designed  for  exterior  use  on  brick,  wood 
or  metal.  Their  color  is  particularly  pleasing  and  they  provide  adequate 
and  economical  protection  under  most  conditions. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine  and  linseed  oil. 
Recommended  Spreading  Rate:  500  to  550  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 
Color:  Similar  to  Best  Quality  Paint  Red  Oxide  No.  283.  See  chart, 
page  35. 
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DEREKA  and  OTHER  METAL  PAINTS 

See  Color  Chart  on  page  23  and  Specifications  for  Use  on  page  24. 


METAL 


Steel  girders,  beams,  columns  and 
trusses;  undersides  of  metal  roofs; 
metal  walls,  partitions  and  ceil- 
ings; fire  and  other  doors;  metal 
tanks  of  all  kinds;  traveling 
cranes,  hoists  and  other  equip- 
ment and  apparatus;  blowers, 
fans  and  ventilators;  pipe  lines, 
railings,  handrails,  supports,  shelv- 
ing and  other  miscellaneous  iron 
and  steel  construction. 


PRIMING  COATS 

DEREKA  METAL  PAINT  Red  No.  505  

This  paint  is  designed  for  use  as  a primer  on  interior  or  exterior  work 
where  it  is  necessary  to  provide  maximum  protection  against  rust  and 
corrosion. 

It  dries  quickly  to  a hard,  semi-gloss  finish  that  is  tough  enough  to  with- 
stand the  abrasion  to  which  some  of  the  surfaces  indicated  in  the  oppo- 
site column  are  subjected,  elastic  enough  to  contract  and  expand  with 
the  metal  to  which  it  is  applied  and  so  durable  as  to  prove  decidedly 
economical  in  all  types  of  maintenance  work. 

Debevoise  Miracle  Red  No.  554  referred  to  below  is  also  suitable  for  use 
on  the  surfaces  indicated,  and  should  be  used  instead  of  Dereka  if  ex- 
ceptionally severe  conditions  of  moisture  or  acid  fumes  have  to  be 
combatted. 

Finish:  Semi-gloss.  Thinner,  if  required:  Use  turpentine  sparingly. 
Recommended  Spreading  Rate:  400  to  500  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  to  48  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


In  addition  to  the  above  mentioned 
surfaces:  sprinkler  pipes,  extin- 
guishers, fire  pails  and  other  fire 
fighting  equipment;  also  surfaces 
subject  to  acid  fumes  and  severe 
conditions  of  moisture. 

Pipe  lines  exposed  to  severe  chemi- 
cal and  acid  fumes  and  intermit- 
tent immersion  and  weather 
exposure. 

Hoods,  ventilating  ducts,  etc.,  in 
laboratories  and  testing  rooms. 


DEBEVOISE  MIRACLE  RED  No.  554  

A quick-drying,  rust-inhibitive  paint  designed  originally  as  a primer,  but 
which  has  since  been  found  equally  serviceable  as  a finishing  coat  either 
on  interior  or  exterior  work. 

Miracle  Red  No.  554  is  remarkably  resistant  to  acid  fumes  and  stands  up 
under  severe  conditions  of  moisture. 

Dereka  Metal  Paint  Red  No.  505  may  be  used  on  the  surfaces  indicated 
in  the  opposite  column,  but  preference  should  be  given  to  Miracle  Red 
No.  554  if  the  conditions  of  service  are  very  severe. 

Finish:  Semi-gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  400  to  450  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 

Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


Transformers,  oil  switches,  regula- 
tors and  similar  iron  and  steel 
construction  or  equipment. 


DEBEVOISE  TRANSFORMER  PRIMING  GRAY  No.  589  . 

This  is  a quick-drying  rust-inhibitive  and  oil  resistant  primer  designed  for 
use  under  Debevoise  Transformer  Gray  No.  590  (see  page  16). 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  to  48  hours. 
Color:  Medium  gray  (not  shown  in  this  Manual). 


Walls,  partitions,  ceilings,  pipe  lines 
and  equipment  coated  with  as- 
phaltum,  gilsonite  or  other  prod- 
ucts having  a tendency  to 
"bleed"  through  a finishing  coat. 

Walls  and  ceilings  stained  with  oil. 

Pipe  coverings:  canvas,  magnesia 
and  asbestos. 


DECOSEAL  ALUMINUM  PAINT  No.  630  

This  paint  is  unusually  efficient  as  a sealer  on  surfaces  coated  with 
asphaltum  or  other  bituminous  coatings,  or  which  have  become  stained 
with  oil. 

As  a rule,  one  good  coat  is  sufficient  to  produce  an  attractive,  durable, 
metallic  finish. 

Decoseal  Aluminum  Paint  No.  630  will  also  give  satisfaction  as  a priming 
coat  on  pipe  coverings  of  canvas,  magnesia  and  asbestos.  It  fills  the 
pores  and  provides  a suitable  foundation  for  a finishing  coat  of  paint  or 
enamel.  Debevoise  Servicecoat  Enamel  is  recommended  for  this  purpose. 

Finish:  Metallic  gloss.  Thinner,  if  required:  Use  turpentine  sparingly. 
Recommended  Spreading  Rate:  600  to  700  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 
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DEREKA  and  OTHER  METAL  PAINTS  and  ENAMELS 

See  Color  Charts  on  pages  23-25-27  and  33  and  Specifications  for  Use  on  pages  24-26-28  and  34. 


METAL 


Steel  girders,  beams,  columns  and 
trusses;  undersides  of  metal  roofs; 
metal  walls,  partitions  and  ceil- 
ings; fire  and  other  doors;  metal 
tanks  of  all  kinds;  traveling 
cranes,  hoists  and  other  equip- 
ment and  apparatus;  blowers, 
fans  and  ventilators;  pipe  lines, 
railings,  handrails,  supports,  shelv- 
ing and  other  miscellaneous  iron 
and  steel  construction. 


FINISHING  COATS 

DEREKA  METAL  PAINT 

The  very  highest  type  of  metal  protective  paint;  rust-preventing,  dur- 
able, elastic,  moisture-proof  and  fume-resisting. 

It  is  suitable  for  a wide  range  of  uses  in  and  about  manufacturing,  gas 
and  electric  plants. 

Dereka  Metal  Paint  is  especially  adapted  for  outdoor  use  where  the 
utmost  protection  against  rust,  corrosion  and  weather  exposure  is  re- 
quired. It  is  equally  serviceable  indoors. 

A wide  range  of  satisfactory  colors  for  finishing  coats  will  be  found  on 
page  23. 

Finish:  Gloss.  Thinner,  if  required:  Use  turpentine  sparingly. 
Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating: 

Red  No.  500 — 10  days  to  2 weeks. 

Red  No.  505 — 24  to  48  hours. 

Other  colors — 48  hours. 

Colors:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 


DEBEVOISE  UTILITY  GLOSS  BLACK 

This  is  a quick-drying,  jet  black,  gloss  paint  especially  serviceable  as  a 
finishing  coat  on  metal.  It  dries  to  a tough,  durable  film  that  stands  up 
under  industrial  maintenance  conditions  and  requires  less  frequent  re- 
painting than  many  other  blacks  under  similar  conditions. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine  and  linseed  oil. 
Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 
Specifications  for  Use:  Page  24. 


Iron  and  steel  construction  subject 
to  chemical  and  acid  fumes,  in- 
termittent immersion  and  weath- 
er exposure,  erosion  and  other 
destructive  influences. 


DEBEVOISE  PIAX  (Black) 

A wax-like  substance  to  be  applied  hot  over  a priming  coat  of  Dereka 
Metal  Paint  Red  No.  505  or  Miracle  Red  No.  554,  on  iron  or  steel  subject 
to  exceptionally  severe  chemical  and  acid  fumes,  excessive  dampness  or 
occasional  immersion.  It  is  not  designed  to  stand  abrasion  nor  excessive 
heat  after  application. 

Finish:  Gloss.  Thinner:  None  required. 

Recommended  Spreading  Rate:  Varies  entirely  with  method  of 
application. 

Drying  Time:  Almost  immediately  upon  contact  with  the  surface. 


Iron  and  steel  construction  and 
equipment  in  chemical  and  other 
plants  where  fumes  and  moisture 
conditions  are  destructive  of  or- 
dinary paints. 


DEBEVOISE  MIRACLE  RED  No.  554  

A quick-drying,  rust-inhibitive  paint  designed  originally  as  a primer,  but 
which  has  since  been  found  equally  serviceable  as  a finishing  coat  either 
on  interior  or  exterior  work. 

M iracle  Red  No.  554  is  remarkably  resistant  to  acid  fumes  and  stands  up 
under  severe  conditions  of  moisture. 

Because  of  these  characteristics,  Miracle  Red  is  particularly  recom- 
mended for  single-coat  application  on  steel-work  and  other  equipment 
in  subcellars  and  other  places  where  conditions  of  moisture  are  so  severe 
that  it  is  usually  necessary  to  dry  the  surface  by  blow-torch  before  paint- 
ing and  where  a two-coat  job  is,  therefore,  impractical. 

Finish:  Semi-gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  400  to  450  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 

Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 
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M ET  AL — continued 

FINISHING  COATS-co ntinued 

Sprinkler  systems  and  fire  fighting 
equipment;  pipe  lines;  motors 
and  machinery;  elevator  cages, 
railings,  shelving. 

DEBEVOISE  SERYICECOAT  ENAMEL 

A high  gloss  enamel  that  is  non-porous,  oilproof,  and  withstands  the  ac- 
tion of  gases  and  acid  fumes.  It  may  be  used  on  hot  or  cold  pipes. 

Reference  should  be  made  to  page  28  for  color  standards  recommended 
for  plant  equipment  and  pipe  line  identification. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rafe:  350  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time:  Finishing  coat  material  only. 

Colors:  See  chart,  page  27.  Specifications  for  Use:  Page  28. 

Steam  turbines,  Diesel  engines, 
generators,  motors  and  other 
machinery  operating  at  high  but 
not  excessive  temperatures. 

DEBEVOISE  SERVICECOAT  HEAT-RESISTING  ENAMEL  . 

This  is  a special  formulation  of  Servicecoat  Enamel  described  above.  It 
has  been  developed  to  withstand  the  high  operating  temperatures  of 
steam  turbines,  generators  and  other  plant  machinery.  Aluminum  Gray 
No.  572  is  recommended  as  a practical,  durable  and  oil-proof  color.  How- 
ever, Servicecoat  Heat-Resisting  Enamel  is  available  in  the  standard 
Servicecoat  shades  and  in  special  shades  to  meet  plant  requirements. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  350  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time:  Finishing  coat  material  only. 

Colors:  See  chart,  page  27.  Specifications  for  Use:  Page  28. 

Machinery  and  equipment  of  all 
kinds;  motors,  dynamos,  genera- 
tors and  pumps  not  subject  to 
extreme  conditions  of  heat; 
metal,  brick  or  concrete  bases 
for  same;  handrails  and  supports, 
etc. 

DEBEVOISE  DADO  and  MACHINERY  ENAMEL  . . . . 

Designed  to  resist  abrasion,  oil,  grease,  and  the  frequent  cleaning  neces- 
sary to  keep  machinery  and  equipment  looking  spic  and  span. 

This  enamel  is  not  suitable  for  high  temperatures.  Debevpise  Servicecoat 
Heat-Resisting  Enamel  referred  to  above  should  be  used  on  such  surfaces. 

Dado  and  Machinery  Enamel  is  also  used  on  dados  where  a hard,  durable, 
easily  cleaned  surface  is  required. 

Finish:  High  gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  350  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  6 hours. 

Colors:  See  chart,  page  25.  Specifications  for  Use:  Page  26. 

Transformers,  oil  switches,  regula- 
tors, and  other  iron  and  steel 
construction  or  equipment  us- 
ually located  outdoors,  but  some- 
times located  indoors. 

DEBEVOISE  TRANSFORMER  GRAY  No.  590  

This  is  a high  gloss  enamel  that  is  suitable  for  indoor  or  outdoor  use  on 
transformers,  oil  switches,  etc.  It  is  oil-proof,  weather-resistant,  attractive 
in  appearance  and  very  durable. 

Debevoise  Transformer  Priming  Gray  No.  589  is  recommended  as  an 
intermediate  coat  between  a suitable  metal  primer  and  Debevoise  Trans- 
former Gray  No.  590  finishing  coat. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  450  to  500  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  to  48  hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 

Condenser  tubes,  tube  sheets, 
pump  impellers  and  casings, 
water  boxes,  pipe  lines,  and 
other  equipment  subject  to  cor- 
rosion and  erosion  due  to  "water- 
1 1 

wear. 

DEBEVOISE  CONDENSER  TUBE  CEMENT 

A coating  expressly  designed  for  the  protection  of  mechanical  equip- 
ment subject  to  corrosion  and  erosion  through  contact  with  rapidly  flow- 
ing water.  It  is  applied  by  brush  or  spray  after  thinning  to  proper  consis- 
tency by  the  addition  of  Condenser  Tube  Cement  Thinner.  Write  for 
full  details  and  application  instructions  with  respect  to  your  particular 
problem. 

Thinner:  Use  only  Debevoise  Condenser  Tube  Cement  Thinner, 
and  no  other. 
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Color:  Gray. 

Specifications  for  Use:  Sent  on  request. 

METAL  — continued 


FINISHING  COATS  — continued 


Boiler  fronts,  furnaces,  hot  flues, 
breechings,  generator  sets  and 
similar  work  where  the  tempera- 
ture will  not  exceed  650°  F. 


Boiler  fronts,  flues,  steam  jacketed 
kettles,  dryers  and  other  surfaces 
subject  to  temperatures  up  to 
450°  F. 


Metal  walls,  ceilings  and  partitions; 
undersides  of  metal  roofs,  trusses, 
etc.,  requiring  a finish  in  white  or 
tints. 


Metal  walls  and  ceilings  subject  to 
fumes,  acid  conditions  or  gases, 
such  as  in  restaurant  kitchens, 
bakeries,  chemical  and  dye  plants, 
laboratories,  etc. 


DEBEVOISE  HEATCOTE  ALUMINUM  No.  632  ...  . 

Designed  for  use  in  one  coat  on  surfaces  subject  to  unusual  but  not  ex- 
cessive heat. 

No  special  primer  is  necessary. 

This  paint  adheres  well  to  metal  and  its  bright  metallic  aluminum  finish 
is  very  durable,  even  in  boiler  rooms  and  other  places  where  ordinary 
paint  soon  becomes  badly  soiled. 

Finish:  Metallic  gloss.  Thinner,  if  required:  Turpentine. 
Recommended  Spreading  Rate:  500  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  4 to  6 hours. 
Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 

DEBEVOISE  BOILER  FRONT  BLACK 

A paint  designed  for  one-coat  application  to  boiler  fronts  and  similar 
surfaces  requiring  a durable,  glossy  black  finish  at  a moderate  price. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  About  300  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  4 hours. 

DEB-E-LITE  and  OTHER  WALL  FINISHES 

Deb-e-lite  or  any  of  the  other  finishes  recommended  for  application  to 
concrete,  brick,  plaster,  etc.  on  page  21. 

Deb-e-lite  is  a modernized  "Mill  White"  designed  to  provide  protection, 
decoration  and  adequate  light  reflection  in  a practical  finish  for  interior 
walls  and  ceilings  in  industrial  plants. 

Deb-e-lite  is  available  in  Flat,  Eggshell  and  Gloss  finishes  ...  in  white 
and  12  light-reflecting  tints. 

Finishes:  Gloss,  Eggshell  and  Flat.  Thinner,  if  required:  Turpentine. 
Recommended  Spreading  Rate: 

Eggshell  finish:  500  to  550  sq.  ft.  per  gallon. 

Flat  finish:  550  to  600  sq.  ft.  per  gallon. 

Gloss  finish:  450  to  500  sq.  ft.  per  gallon. 

Recommended  Drying  Time  Before  Second-coating: 

Eggshell  finish:  48  hours. 

Flat  finish:  12  hours. 

Gloss  finish:  Finishing  coat  material  only. 

Colors:  See  chart,  page  33.  Specifications  for  Use:  Page  34. 

DEBEVOISE  FUME  PROOF  ENAMEL  WHITE  . ... 

Made  especially  for  use  where  fumes,  acid  conditions  and  gases  soon 
discolor  ordinary  paints. 

It  withstands  humid  atmosphere  containing  acetates,  chlorides,  formal- 
dehyde, nitrous  and  other  fumes. 

This  enamel  dries  to  a hard,  glossy  finish  that  is  washable,  durable  and 
high  in  light-reflecting  value. 

Debevoise  Fume  Proof  Flat  White  is  generally  used  under  the  Enamel  as 
a primer. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  300  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time:  Finishing  coat  material  only. 

DEBEVOISE  FUME  PROOF  FLAT  WHITE 

A flat  finish  for  the  same  general  purpose  as  Debevoise  Fume  Proof 
Enamel  White,  but  where  a flat  is  preferred  to  a gloss.  Where  two  coats 
of  Fume  Proof  Flat  are  to  be  applied  thin  the  first  coat  with  a little 
turpentine. 

Finish:  Flat.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  300  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 
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WALL  and  FLOOR  FINISHES  and  ENAMEL 

See  Color  Charts  on  pages  29-33  and  35  and  Specifications  for  Use  on  pages  30-34  and  36. 


WOOD 


Walls,  ceilings,  wainscoting,  base- 
boards, trim,  doors,  columns  and 
general  interior  woodwork. 


PRIMING  COATS 

DEBEVOISE  BEST  QUALITY  PAINT  White  No.  251  . . . 

This  pure  linseed  oil  paint  is  recommended  as  a priming  coat  on  bare 
wood  surfaces.  It  may  be  tinted  if  necessary. 

It  adheres  firmly  to  the  surface,  fills  the  pores  and  provides  a satisfactory 
foundation  for  a finishing  coat  of  Deb-e-lite  Flat. 

Finish:  High  gloss.  Thinner,  if  required.  Turpentine. 

Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  48  hours. 


DEB-E-LITE  FLAT,  in  White  and  Tints 

This  paint  contains  an  unusual  amount  of  pigment  and  has  wonderful 
spreading  capacity  combined  with  remarkable  hiding  power. 

It  is  designed  for  industrial  plant  use  and  when  applied  over  properly 
primed  wood  makes  a very  desirable  undercoat  for  Deb-e-lite  Eggshell 
or  Gloss  finishes. 

Deb-e-lite  Flat  may  also  be  used  as  a finishing  coat  on  all  interior  work 
where  a durable  flat  finish  is  required. 

Finish:  Flat.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  500  to  550  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 
Colors:  See  chart,  page  33.  Specifications  for  Use:  Page  34. 


DEBEVOISE  ALUMINUM  WOOD  PRIMER 

A high  grade  priming  coat  for  sealing  the  pores  of  wood  and  preventing 
the  penetration  of  moisture,  thus  tending  to  minimize  swelling,  warping, 
checking  or  splitting. 

Finish:  Metallic  gloss.  Thinner,  if  required:  Turpentine. 
Recommended  Spreading  Rate:  500  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 
Color:  Metallic  Aluminum  similar  to  Tank  Aluminum  No.  631.  See 
chart,  page  23. 


DEBEVOISE  INTERIOR  UNDERCOATER  White  . . . . 

This  special  primer  penetrates  the  pores  of  the  wood,  stops  absorption, 
and  provides  a smooth,  hard  finish  on  which  to  apply  a finishing  coat  of 
Deb-e-lite  Gloss,  Debevoise  Fume  Proof  Enamel  or  Luxe  Enamel. 

Finish:  Eggshell.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  550  to  600  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 


Floors,  stair  treads  and  risers,  plat- 
forms and  other  wood  surfaces 
subject  to  traffic. 
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DEBEVOISE  CONCRETE  FLOOR  ENAMEL 

Designed  for  use  on  concrete  floors,  it  will  be  found  equally  serviceable 
on  wood  floors,  owing  to  its  tough,  elastic,  tenaciously  adhering  and 
durable  film.  Used  for  both  priming  and  finishing  coats. 

No  special  primer  is  required. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  300  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  6 hours. 

Colors:  See  chart,  page  29.  Specifications  for  Use:  Page  30. 


WALL  and  FLOOR  FINISHES  and  ENAMELS 

See  Color  Charts  on  pages  27-29  and  33  and  Specifications  for  Use  on  pages  28-30  and  34. 


WOOD 

FINISHING  COATS 

Walls,  ceilings,  wainscoting,  trim, 
doors,  columns  and  general  in- 
terior woodwork  requiring  a fin- 
ish in  white  or  tints,  for  ordinary 
service. 

DEB-E-LITE  and  OTHER  WALL  FINISHES 

Deb-e-lite  or  any  of  the  other  finishes  recommended  for  application  to 
brick,  concrete,  plaster,  etc. 

Deh-e-lite  is  available  in  Flat,  Eggshell  and  Gloss  finishes  ...  in  white  and 
12  light-reflecting  tints.  See  description  on  page  21. 

DEBEVOISE  SERVICECOAT  ENAMEL 

Wainscoting,  columns,  doors,  trim 
and  general  interior  woodwork 
subject  to  hard  usage. 

This  enamel  is  exceedingly  elastic  and  will  not  crack  or  peel  when  sub- 
jected to  normal  expansion  or  contraction. 

It  withstands  the  action  of  gas  or  mild  acid  fumes,  and  is  not  readily 
marred  by  the  severe  service  given  wainscoting,  lower  portions  of  col- 
umns, pillars,  doors,  trim,  etc. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  350  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time:  Finishing  coat  material  only. 

Colors:  See  chart,  page  27.  Specifications  for  Use:  Page  28. 

Floors  and  trim,  and  all  other  inter- 
ior woodwork  requiring  a finishing 
coat  of  varnish. 

DEB-E-VAR  SPAR  VARNISH 

A quick-drying,  all-purpose  spar  varnish  for  interior  wood  work  and  floors. 
A high  quality  product. 

It  is  light  in  color,  elastic  and  durable.  It  dries  to  a full  gloss  which  is 
highly  resistant  to  water,  gasoline  and  to  oil. 

In  two-coat  work,  thin  the  first  coat  with  a small  quantity  of  turpentine. 

DEBEVOISE  VARNISH  No.  168 

A four-hour  varnish  that  dries  with  a high  gloss  that  is  not  affected  by 
alcohol  nor  water. 

It  is  suitable  for  general  interior  use  on  floors  and  woodwork;  but  is  not 
quite  as  durable  as  Deb-e-var  Spar  Varnish. 

DEBEVOISE  EXTRA  FLOOR  VARNISH 

This  is  a general  utility  varnish  for  interior  work,  particularly  floors. 

It  is  elastic  and  dries  with  a good  gloss,  producing  a satisfactory  finish 
at  a moderate  price. 

The  following  information  applies  to  the  three  varnishes  described  above: 

Color:  Transparent. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  500  to  550  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating: 

Debevoise  Extra  Floor  Varnish — 6 hours. 

Debevoise  Varnish  No.  168 — 6 hours. 

Deb-e-var  Spar  Varnish — 8 hours. 

Floors,  stair  treads  and  risers;  plat- 
forms and  other  wood  surfaces 
subject  to  abrasion. 

DEBEVOISE  CONCRETE  FLOOR  ENAMEL 

While  intended  primarily  for  use  on  concrete  floors,  this  material  is 
equally  serviceable  on  wood  floors,  as  its  hard,  tough,  durable  finish 
is  not  readily  affected  by  the  traffic  to  which  such  floors  are  subjected  in 
industry. 

It  dries  to  a high  gloss  finish  which  can  be  easily  cleaned  and  readily 
renewed  when  required. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  300  sq.  ft.  per  gallon. 

Recommended  Drying  Time  Before  Second-coating:  6 hours. 

Colors:  See  chart,  page  29.  Specifications  for  Use:  Page  30. 
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WALL  and  FLOOR  FINISHES 

See  Color  Charts  on  pages  25-29  and  31  and  Specifications  for  Use  on  pages  26-30  and  32. 


CONCRETE.  BRICK, 
SAND  FINISH  PLASTER. 
WHITE  PLASTER  and 
WALL  BOARD 

PRIMING  COATS 

DEBEVOISE  CONCOTE,  in  White  and  Tints 

Walls  above  dado,  ceilings,  col- 
umns and  other  surfaces. 

An  opaque,  flat  finish  paint  designed  especially  to  withstand  the  action 
of  free  lime  in  new  construction,  as  well  as  to  resist  chemical  fumes  and 
severe  conditions  of  moisture. 

The  surface  may  be  finished  with  an  additional  coat  of  Debevoise  Con- 
cote,  or  this  material  may  be  used  as  a primer  for  Deb-e-lite  Flat,  Egg- 
shell or  Gloss. 

Concote  Thinner  up  to  25%  should  be  used  for  reducing  the  priming  coat 
of  Debevoise  Concote  to  proper  consistency  and  to  insure  penetration. 

Finish:  Flat.  Thinner:  Concote  Thinner  in  first  coat  only. 
Recommended  Spreading  Rate:  300  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  to  36  hours. 
Colors:  See  chart,  page  31.  Specifications  for  Use:  Page  32. 

DEBEVOISE  WALL  PRIMER 

This  is  heavily  pigmented  so  as  to  function  both  as  a sizing  coat  and  a 
priming  coat.  This  eliminates  the  need  of  two  separate  materials  for  these 
two  purposes. 

Debevoise  Wall  Primer  provides  a suitable  foundation  for  Deb-e-lite 
Flat,  Eggshell,  or  Gloss  in  white  or  tints. 

Finish:  Flat.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  400  to  450  sq.  ft.  per  gallon. 
Recommended  Drying  lime  Before  Second-coating:  12  hours. 
Colors:  White  or  tints. 

Dados  and  dado  stripe. 

DEBEVOISE  DADO  and  MACHINERY  ENAMEL  . . . . 

A high  gloss,  very  serviceable  enamel  made  especially  for  use  on  dados. 
It  is  used  both  for  priming  and  finishing  coats.  See  page  22. 

Finish:  High  gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  350  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  6 hours. 

Colors:  See  chart,  page  25.  Specifications  for  Use:  Page  26. 

All  walls  and  ceilings  stained  with 
oil  or  grease;  and  surfaces  pre- 
viously coated  with  gilsonite, 
asphaltum  or  other  bituminous 
coatings. 

DECOSEAL  ALUMINUM  PAINT  No.  630  

This  paint  prevents  "bleeding"  and  imparts  to  the  surface  a brilliant 
metallic  aluminum  finish  that  wears  well.  One  coat  is  usually  sufficient. 

Where  a color  other  than  aluminum  is  desired,  Decoseal  Aluminum 
Paint  No.  630  may  be  used  simply  as  a priming  coat  and  covered  over 
with  a suitable  finishing  coat. 

Finish:  Metallic  gloss.  Thinner,  if  required:  Use  turpentine  sparingly. 
Recommended  Spreading  Rate:  600  to  700  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 

Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 

Concrete  floors,  stair  treads  and 
risers,  platforms  and  other  sur- 
faces subject  to  abrasion. 

DEBEVOISE  CONCRETE  FLOOR  ENAMEL 

A quick-drying  enamel  that  dries  to  a high  gloss  finish  and  stands  hard 
usage.  It  is  used  for  both  priming  and  finishing  coats.  See  page  22. 

Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  300  sq.  ft.  per  gallon. 

Recommended  Drying  Time  Before  Second-coating:  6 hours. 

Colors:  See  chart,  page  29.  Specifications  for  Use:  Page  30. 
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WALL  and  FLOOR  FINISHES 

See  Color  Charts  on  pages  23-25-29-31  and  33  and  Specifications  for  Use  on  pages  24-26-30-32  and  34. 


CONCRETE,  BRICK, 
SAND  FINISH  PLASTER, 
WHITE  PLASTER  and 
WALL  BOARD 

Walls  above  dado,  ceilings,  columns 
and  other  surfaces. 


FINISHING  COATS 

DEB-E-LITE,  in  White  and  Tints 

Made  in  three  finishes — Flat,  Eggshell  and  Gloss. 

Deb-e-lite  is  a modernized  "Mill  White"  designed  to  provide  protection, 
decoration  and  adequate  light  reflection  in  a practical  finish  for  interior 
walls  and  ceilings  in  industrial  plants. 

DEB-E-LITE  EGGSHELL  is  especially  recommended  for  general  industrial 
use.  It  has  high  pigment  concentration,  maximum  color  retention,  excel- 
lent light  reflection  properties,  and  great  hiding  power.  It  is  free  from  the 
objectionable  glare  of  a high  gloss  finish,  and  does  not  soil  as  readily  as  a 
flat  finish,  besides  being  easier  to  wash  and  keep  in  a sanitary  condition. 

DEB-E-LITE  FLAT  contains  an  unusual  amount  of  pigment  and  maintains  its 
extreme  whiteness  for  a considerable  period  of  time.  It  has  wonderful 
spreading  capacity  combined  with  remarkable  hiding  properties,  and  pro- 
duces a soft  velvety  finish  which  reflects  a well  diffused  and  glareless 
light. 

DEB-E-LITE  GLOSS  presents  a sanitary,  tile-like  surface  that  is  easy  to 
clean  and  maintain  in  its  original  brightness.  It  is  a good  light  reflector 
and  is  recommended  where  an  enamel  finish  is  required. 

DEB-E-LITE  White  has,  of  course,  greater  light  reflecting  value  than  any 
tint  or  solid  color.  But  modern  interior  plant  painting  practice  is  tending 
toward  the  use  of  tints  carefully  selected  to  assure  adequate  light  reflec- 
tion. To  meet  that  requirement,  Deb-e-lite  is  made  in  a number  of  tints 
as  well  as  Gloss  White,  Eggshell  White  and  Flat  White. 

Finishes:  Gloss,  Eggshell  and  Flat.  Thinner,  if  required:  Turpentine. 
Recommended  Spreading  Rate: 

Eggshell  finish:  500  to  550  sq.  ft.  per  gallon. 

Flat  finish:  550  to  600  sq.  ft.  per  gallon. 

Gloss  finish:  450  to  500  sq.  ft.  per  gallon. 

Recommended  Drying  Time  Before  Second-coating: 

Eggshell  finish:  48  hours. 

Flat  finish:  12  hours. 

Gloss  finish:  Finishing  coat  material  only. 

Colors:  See  chart,  page  33.  Specifications  for  Use:  Page  34. 


DEBEVOISE  LUXE  ENAMEL  WHITE 


A high  gloss,  durable  enamel  that  is  easy-working,  free  flowing  and  shows 
no  brush  marks.  For  use  where  a very  high  quality  enamel  finish  is  wanted. 

Finish:  High  gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rafe:  350  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time:  Finishing  coat  material  only. 


DEBEVOISE  CONCOTE,  in  White  or  Tints 

A flat  finish  paint  for  use  where  moisture  and  chemical  fumes  are  too 
severe  for  ordinary  paint. 

Concote  is  a heavy-duty  paint  that  neutralizes  the  free  lime  in  Portland 
cement  construction,  has  excellent  light-reflecting  value  and  is  sanitary 
and  washable. 

Finish:  Flat.  Thinner:  Concote  Thinner  in  first  coat  only. 
Recommended  Spreading  Rate:  300  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  to  36  hours. 
Colors:  See  chart,  page  31.  Specifications  for  Use:  Page  32. 


PAGE 

21 


THE  DEBEVOISE  COMPANY  - Brooklyn,  New  York 


CONCRETE.  BRICK,  PLASTER, 
WALL  BOARD — continued 

FINISHING  COATS — continued 

Walls  and  ceilings  in  laboratories, 
lavatories,  wash-rooms,  kitchens, 
dining  rooms,  cafeterias,  dispen- 
saries, first  aid  rooms,  hospitals, 
etc. 

DEBEVOISE  FUME  PROOF  ENAMEL  WHITE 

Made  especially  tor  use  where  fumes,  acid  conditions  and  gases  soon 
discolor  ordinary  paints.  It  withstands  humid  atmosphere  containing  ace- 
tates, chlorides,  formaldehyde,  nitrous  and  other  fumes. 

This  enamel  dries  to  a hard,  glossy  finish  that  has  very  high  light-reflecting 
value  and  is  washable  and  durable. 

Where  a primer  is  required,  use  Debevoise  Fume  Proof  Flat  White. 

Finish:  Gloss.  Thinner,  it  required:  Turpentine. 

Recommended  Spreading  Rate:  300  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 

DEBEVOISE  FUME  PROOF  FLAT  WHITE 

A flat  finish  for  the  same  general  purpose  as  Fume  Proof  Enamel,  but 
where  a flat  finish  is  preferred  to  a gloss.  When  used  as  a primer  thin 
with  a small  quantity  of  turpentine. 

Finish:  Flat.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  300  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 

All  walls  and  ceilings  stained  with 
oil  or  grease,  and  surfaces  previ- 
ously coated  with  gilsonite,  as- 
phaltum  or  other  bituminous 
coatings. 

DECOSEAL  ALUMINUM  PAINT  No.  630  

This  paint  acts  as  a sealer  and  prevents  discoloration  of  succeeding  coats 
of  any  other  paint  or  it  may  be  left  without  further  treatment.  One  coat 
is  usually  sufficient  for  all  requirements  where  a bright  metallic  aluminum 
finish  is  satisfactory. 

Finish:  Metallic  gloss.  Thinner,  if  required:  Use  turpentine  sparingly. 
Recommended  Spreading  Rate:  600  to  700  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  24  hours. 

Color:  See  chart,  page  23.  Specifications  for  Use:  Page  24. 

Dados  and  dado  stripe. 

DEBEVOISE  DADO  and  MACHINERY  ENAMEL  . . . . 

A tough,  durable,  glossy  enamel  which  will  stand  the  hard  usage  to  which 
a dado  enamel  is  subjected — frequent  washing,  scratching,  abrasion  and 
occasional  oil  spatters. 

Restful  colors  provide  a pleasing  contrast  with  upper  walls,  eliminate 
glare  and  relieve  eyestrain. 

Finish:  High  gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  350  to  400  sq.  ft.  per  gallon. 
Recommended  Drying  Time  Before  Second-coating:  6 hours. 

Colors:  See  chart,  page  25.  Specifications  for  Use:  Page  26. 

Concrete  floors,  stair  treads  and 
risers;  platforms  and  other  sur- 
faces subject  to  abrasion. 

DEBEVOISE  CONCRETE  FLOOR  ENAMEL 

This  material  meets  the  demand  for  a quick-drying,  lustrous,  heavy  duty 
enamel  in  factories,  garages,  warehouses,  offices,  showrooms  and  other 
places  subject  to  considerable  traffic. 

It  is  waterproof,  oil-proof,  resists  abrasion  and  prevents  "dusting"  of 

floors. 
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Finish:  Gloss.  Thinner,  if  required:  Turpentine. 

Recommended  Spreading  Rate:  300  sq.  ft.  per  gallon. 

Recommended  Drying  Time  Before  Second-coating:  6 hours. 

Colors:  See  chart,  page  29.  Specifications  for  Use:  Page  30. 

DEREKA  METAL  PAINT  is  regularly  made  in  Black  No.  50 1 , White  No.  526, 
and  the  standard  shades  shown  below,  which  fully  meetthe  major  requirements 
of  most  industrial  plants,  public  utility  companies  and  railroads.  . . . We  are, 
however,  prepared  to  make  this  paint  in  any  other  shade  that  may  be  neces- 
sary to  meet  special  conditions  or  to  match  plant  standards. 


DEREKA  RED  No.  500  DEREKA  BROWN  No.  503 

Also  used  extensively  as  a priming  coat 


DEREKA  MAINTENANCE  GRAY  No.  518  UTILITY  RED  No.  514 


DEREKA  HOLDER  BUFF-BROWN  No.  523 


TRANSFORMER  GRAY  No.  590 


DEREKA  TANK  GRAY  No.  525  TANK  ALUMINUM  No.  631 

Utility  Gray  No.  2834  is  same  shade  Other  Aluminum  Finishes  are  about  same  shade. 

Also  made  in  WHITE  No.  526  and  BLACK  No.  501 


PRIMING  COATS 


METALLIC  GRAY  No.  555 


UTILITY  BLUE  LEAD  No.  569 


PURE  R.M.  RED  LEAD  No.  356 
and  Industra  Red  Lead  Compound  No.  352 


DEREKA  RED  No.  505 
Red  No.  500  (gloss)  also  used  for  priming. 


NOTE:  When  ordering,  please  specify  paint  by  name,  shade  and  number. 
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Specifications  for  the  Use  of 

DEREKA 

and  OTHER  METAL  PAINTS 


NEW  WORK 

Preparation  of  Surfaces  (excepting  galvanized 
iron):  Remove  loosely  adhering  mill  scale,  and  all 
rust,  dirt  and  other  foreign  matter,  with  a power- 
driven  cleaning  tool,  chipping  hammer,  steel 
scraper  or  wire  brush.  Sandblasting  is  effective, 
but  comparatively  expensive  and  limited  in  its 
scope. 

Special  attention  should  be  given  to  cleaning 
around  rivet  heads  and  bolts,  along  edges  and  in 
corners. 

Grease  and  oil  can  be  effectively  removed  with 
rags  or  cotton  waste  dampened  with  benzine. 

It  is  advisable  to  clean  no  more  surface  than  can 
be  primed  the  same  day. 

GALVANIZED  IRON:  It  is  important  that  oil  or 
grease  be  thoroughly  removed  and  that  the  metal 
be  roughened  slightly  in  order  that  the  paint  may 
adhere  properly.  There  are  several  practical  meth- 
ods that  can  be  used  for  cleaning  and  etching  the 
surface.  Common  household  vinegar,  or  a solution 
of  copper  acetate  in  water  (4  to  6 ounces  to  the 
gallon)  may  be  used  with  good  results;  but,  where 
the  ingredients  are  available,  we  recommend  a so- 
lution composed  of  approximately  60  parts  dena- 
tured alcohol,  30  parts  toluol,  5 parts  carbon 
tetrachloride  and  5 parts  concentrated  muriatic 
acid,  prepared  in  a wooden  or  earthen  vessel. 

Priming,  Intermediate  and  Finishing  Coats: 

See  index  in  front  of  book. 

In  three-coat  work  the  intermediate  coat  should 
be  different  in  color  from  the  priming  and  finishing 
coats,  thus  insuring  complete  coverage  in  applica- 
tion and  facilitating  inspection  of  the  painted 
surface. 


OLD  WORK— Repainting 

Preparation  of  Surfaces:  Remove  all  loosely 
adhering  paint,  rust,  dirt  and  other  foreign  mat- 
ter by  scraping,  wire  brushing  or  other  suitable 
means.  Grease  and  oil  should  be  removed  with 
benzine-dampened  rags  or  cotton  waste. 

Priming  or  Touching-up  Coat:  Same  as  rec- 
ommended for  New  Work.  Please  refer  to  the  in- 
dex in  front  of  the  book  for  suitable  primers. 

Finishing  Coat:  Reference  should  be  made  to 
the  index  in  the  front  of  the  book  for  information 
as  to  the  paint  best  adapted  for  the  service  it  will 
have  to  withstand.  One  coat  usually  suffices. 

GENERAL 

Application:  All  surfaces  must  be  thoroughly 
dry  and  clean.  Do  not  apply  paint  in  damp,  foggy 
or  freezing  weather.  Temperature  should  be  not 
less  than  45°  F.,  except  when  applying  Aluminum 
Paints,  in  which  case  the  temperature  should  be 
not  less  than  55  F. 

In  the  winter  months,  when  the  temperature  is 
likely  to  drop  considerably  during  the  night,  paint- 
ing should  be  done  only  on  those  areas  that  are 
receiving  sunlight. 

Allow  ample  time  between  coats  for  thorough 
drying. 

Workmanship:  All  paint  must  be  applied  in  a 
uniform  film  without  runs,  sags  or  other  defects. 

ALUMINUM  PAINTS:  These  are  furnished  in  du- 
plex containers;  the  pigment  and  vehicle  being 
kept  separate.  The  pigment  is  available  either  in 
flake  or  paste  form.  Always  specify  which  type  of 
pigment  is  preferred,  when  ordering. 
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PERM  AN  ENCY  OF  SHADES:  Certain  shades  of  ready-mixed  paint  and  enamel,  especially  light 
and  delicate  tints,  are  apt  to  change  color  when  confined  in  an  air-tight  package.  Light  and 
air  will  usually  restore  them  to  their  proper  shade.  . . . Color  chips  when  kept  from  light,  or 
are  too  old,  change  their  color,  the  change  being  more  noticeable  in  some  shades  than  in  others. 
. . . Our  paints  are  matched  to  standard  samples,  so  the  paint  itself  is  the  standard  for  color, 
and  not  the  chip,  thereby  minimizing  variations  in  color. 


DEBEVOISE  DADO  and  MACHINERY  ENAMEL  is  made  in  Black  No.  692, 
White  No.  679,  and  the  12  serviceable,  attractive  colors  shown  below.  . . . 
Where  special  conditions  require  it,  we  are  prepared  to  furnish  this  enamel 
in  other  shades  that  may  be  suitable  for  the  same  type  of  work.  . . . No  special 
primer  is  necessary. 


PRIMING  AND  FINISHING  COATS 


BATTLESHIP  GRAY  No.  682 


BLUESTONE  No.  683 


STEEL  GRAY  No.  681 


DUST  No.  687 


BRONZE  GREEN  No.  684 


MEDIUM  BUFF  No.  680 


FAWN  No.  690 


LINOLEUM  BROWN  No.  685 


MAROON  No.  686 


BRIGHT  GREEN  No.  689* 


FIRE  RED  No.  688* 


Also  made  in  WHITE  No.  679  and  BLACK  No.  692 
•These  shades  are  higher  in  price  than  the  others  shown  on  this  page. 
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THE  DEBEVOISE  COMPANY  - Brooklyn,  New  York 


Specifications  for  the  Use  of 

DEBEVOISE 

DADO  and  MACHINERY  ENAMEL 


MACHINERY 


DADOS 


Preparation  of  Surfaces:  Remove  ail  loosely 
adhering  paint,  rust,  dirt  and  other  foreign  mat- 
ter by  scraping,  wire  brushing  or  other  suitable 
means.  A clean  surface  is  essential. 

Oil  or  grease  should  be  removed  from  the  surface 
by  wiping  it  with  rags  or  cotton  waste  dampened 
with  benzine. 

Old  paint  or  enamel  that  has  a high  gloss  should 
be  sandpapered  to  a dull  finish  and  wiped  clean. 

Priming  Coat:  None  necessary,  except  for  the 
surfacing  of  rough  castings.  Debevoise  Dado  and 
Machinery  Enamel  is  its  own  best  primer. 

SURFACING:  Debevoise  Trowel  Cement  is  rec- 
ommended for  surfacing  rough  castings.  When 
the  cement  has  become  sufficiently  hard,  sand- 
paper it  lightly  to  the  desired  smoothness,  wipe  it 
clean,  and  finish  with  Debevoise  Dado  and  Ma- 
chinery Enamel. 

Finishing  Coat:  Apply  one  or  two  coats  of  this 
enamel  in  the  consistency  furnished.  The  use  of  a 
thinner  is  seldom  necessary. 


Preparation  of  Surfaces:  Brick,  concrete,  plas- 
ter and  similar  surfaces  should  be  well  cleaned; 
any  oil  or  grease  being  removed  by  wiping  the 
surface  with  rags  or  cotton  waste  dampened  with 
benzine. 

Priming  Coat:  No  special  primer  is  needed. 
Debevoise  Dado  and  Machinery  Enamel  is  suit- 
able for  both  priming  and  finishing  coats. 

Finishing  Coat:  Apply  one  or  two  coats.  Thinner 
is  not  usually  required. 

GENERAL 

Application:  All  surfaces  must  be  thoroughly 
dry  and  clean.  When  two  coats  are  to  be  applied, 
allow  ample  time  between  coats  for  thorough 

drying. 

Stir  the  enamel  well  before  use,  as  uniform  con- 
sistency is  important  on  any  painting  job. 

Workmanship:  The  enamel  must  be  applied  in 
a uniform  film  without  runs,  sags  or  other  defects. 


PERMANENCY  OF  SHADES:  Certain  shades  of  ready-mixed  paint  and  enamel , especially  light 
and  delicate  tints,  are  apt  to  change  color  when  confined  in  an  air-tight  package.  Light  and 
air  will  usually  restore  them  to  their  proper  shade.  . . . Color  chips  when  kept  from  light,  or 
are  too  old,  change  their  color,  the  change  being  more  noticeable  in  some  shades  than  in  others. 
. . . Our  paints  are  matched  to  standard  samples,  so  the  paint  itself  is  the  standard  for  color, 
and  not  the  chip,  thereby  minimizing  variations  in  color. 
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DEBEVOISE  SERVICECOAT  ENAMEL,  in  White  No.  384  and  the  shades 
shown  below,  is  the  basis  of  the  Debevoise  Plan  for  the  Identification  of  Piping 
Systems,  including  pipe  coverings,  valves  and  fittings,  and  for  the  Designation 
of  Plant  Equipment  by  distinguishing  colors. . . . Included  in  the  latter  group  are 
fire  fighting  equipment,  drains,  electric  conduits,  waste  cans,  railings,  shelves, 
motors  and  machinery.  See  details  on  the  back  of  this  sheet. 


FINISHING  COATS 


VERMILION  No.  384* 


BROWN  No.  387 


DARK  GRAY  No.  392 


BLACK  No.  393 


BLUE  No.  388* 


BRIGHT  RED  OXIDE  No.  389 


BUFF  No.  394 


YELLOW  No.  395* 


BRIGHT  GREEN  No.  390  MAROON  No.  394 


BRONZE  GREEN  No.  391  ALUMINUM  GRAY  No.  397 

Also  made  in  WHITE  No.  384 

•These  shades  are  higher  in  price  than  the  others  shown  on  this  page. 

NOTE:  When  ordering,  please  specify  enamel  by  name,  shade  and  number 
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THE  D E B E VO  I S E COMPANY  - Brooklyn,  New  York 


Specifications  for  the  Use  of 

DEBEVOISE 
SERVICECOAT  ENAMEL 


Suggested  Color  Standards  for  Pipe 
Lines  and  Plant  Equipment 
Identification 


Sprinkler  systems  and  other 

fire  fighting  equipment  Vermilion  No.  386 

Oil  pipes  Brown  No.  387 

Steam  power  lines  Blue  No.  388 

Hot  water  pipes  Bright  Red  Oxide  No.  389 

Motors  and  machinery  Bright  Green  No.  390 

Elevator  cages,  fire  doors, 
waste  cans,  railings, 

shelves,  drains,  etc.  Bronze  Green  No.  39 1 

or  Black  No.  393 

Compressed  air  pipes  Dark  Gray  No.  392 

Electric  light  and  power  conduits  Black  No.  393 

Steam  exhaust  lines  Buff  No.  394 

Cold  water  pipes  Yellow  No.  395 

Refrigerating  lines  Maroon  No.  396 

Steam  heating  lines  and  radia- 
tors, motors,  and  machinery 
subject  to  temperatures  up 
to  250°  F Aluminum  Gray  No.  397 


Preparation  of  Surfaces:  All  loosely  adhering 
paint,  loose  scale,  rust  and  dirt  should  be  thor- 
oughly removed  by  scraping,  wire  brushing  or 
other  effective  means. 

Oily  or  greasy  surfaces,  particularly  galvanized 
iron,  should  be  well  cleaned  with  rags  or  cotton 
waste  dampened  with  benzine.  Glossy  surfaces 
should  be  sandpapered  to  a dull  finish  and  wiped 
clean  before  applying  Servicecoat  Enamel. 

Priming  Coats:  Dereka  Metal  Paint  Red  No. 
505  on  rusted  pipes  and  other  metal  surfaces  re- 
quiring a primer. 

Debevoise  Decoseal  Aluminum  Paint  as  a sealer 
on  asphaltum  or  gilsonite  base  paints;  and  as  a 
priming  coat  on  pipe  coverings. 

In  two-coat  work  on  machines,  etc.,  best  results 
are  secured  by  using  Servicecoat  Priming  Gray 
under  all  colors  except  Vermilion  and  Yellow.  Un- 
der Servicecoat  Vermilion  No.  386  use  Service- 
coat Priming  Vermilion.  Servicecoat  Enamel  Yel- 
low No.  395  should  be  used  for  both  priming  and 
finishing  coats. 

Finishing  Coat:  Under  ordinary  circumstances 
one  coat  will  suffice,  but  in  some  cases  an  addi- 
tional coat  may  be  necessary.  It  is  seldom  neces- 
sary to  use  a Thinner. 


Turbines  and  other  machinery  operating  at 
higher,  but  not  excessive  temperatures,  should 
be  painted  with  Servicecoat  Heat-Resisting 
Enamel.  Aluminum  Gray  No.  397  is  recom- 
mended as  a serviceable  color;  but  this  special 
heat-resisting  enamel  is  also  available  in  stand- 
ard Servicecoat  colors  or  in  special  shades  to 
meet  plant  standards. 


GENERAL 

Application:  All  surfaces  must  be  thoroughly 
dry  and  clean.  If  two  coats  are  to  be  applied,  make 
sure  that  the  first  coat  is  thoroughly  dry  before 
applying  the  succeeding  one. 

Workmanship:  All  enamel  must  be  applied  in  a 
uniform  film  without  runs,  sags  or  other  defects. 


PERMANENCY  OP  SHADES:  Certain  shades  of  ready-mixed  paint  and  enamel,  especially  light 
and  delicate  tints,  are  apt  to  change  color  when  confined  in  an  air-tight  package.  Light  and 
air  will  usually  restore  them  to  their  proper  shade.  . . . Color  chips  when  kept  from  light,  or 
are  too  old , change  their  color,  the  change  being  more  noticeable  in  some  shades  than  in  others. 
. . . Our  paints  are  matched  to  standard  samples,  so  the  paint  itself  is  the  standard  for  color, 
and  not  the  chip,  thereby  minimizing  variations  in  color. 

PAGE 

28 


The  8 standard  shades  of  DEBEVOISE  CONCRETE  FLOOR  ENAMEL 

shown  on  this  page  have  been  selected  with  a view  to  their  serviceability 
under  the  extremely  severe  wear  to  which  an  enamel  of  this  sort  is  subjected. 
. . . The  range  of  shades  is  sufficiently  complete  with  Black  No.  658  and  White 
No.  659  (these  two  colors  not  shown)  to  meet  most  requirements;  but  we  are 

prepared  to  furnish  this  enamel  in  any  other  shade  that  may  be  desired No 

special  primer  is  needed  for  Debevoise  Concrete  Floor  Enamel. 

PRIMING  AND  FINISHING  COATS 


PORTLAND  GRAY  No.  450 


BATTLESHIP  GRAY  No.  451 


BRONZE  GREEN  No.  454 


LINOLEUM  BROWN  No.  457 


Also  made  in  WHITE  No.  459  and  BLACK  No.  458 

NOTE:  When  ordering,  please  specify  enamel  by  name,  shade  and  number. 
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THE  DE  D E VO  I S E COMPANY  - Brooklyn,  New  York 


Specifications  for  the  Use  of 


DEBEVOISE 

CONCRETE  FLOOR  ENAMEL 

Also  suitable  for  use  on  wood  floors 


Preparation  of  Surfaces:  The  alkali  inherent  in 
new  concrete  may  be  neutralized  by  washing  the 
floors  thoroughly  with  a solution  of  zinc  sulphate  in 
water  (3  or  4 pounds  to  the  gallon).  When  dry,  the 
floors  should  be  swept  clean. 

On  old  concrete  floors  from  which  the  free  lime 
has  been  practically  eliminated,  the  use  of  the  zinc 
sulphate  solution  is  unnecessary. 

Oil  or  grease  spots  should  be  scrubbed  with  a 
strong  caustic  solution,  or  a mixture  of  benzine  and 
turpentine  in  about  equal  proportions. 

Wood  floors  need  nothing  more  than  a thorough 
cleaning  to  remove  dirt,  grease,  oil  and  other  for- 
eign matter. 

Priming  Coat:  No  special  primer  is  necessary. 
Debevoise  Concrete  Floor  Enamel  can  be  used  for 
both  priming  and  finishing  coats. 


Finishing  Coat:  Apply  one  or  two  coats.  Thinner 
is  not  usually  required. 

Two  coats  are  usually  sufficient  on  surfaces  not  pre- 
viously painted;  but  on  especially  porous  floors,  or 
where  extra  heavy  traffic  occurs,  the  application 
of  an  additional  coat  may  be  desirable. 

GENERAL 

Application:  Be  sure  that  the  floor  is  free  from 
dampness,  oil,  grease  and  other  foreign  matter 
before  the  first  coat  of  enamel  is  applied. 

Allow  ample  time  between  coats  for  thorough 
drying. 

Workmanship:  The  enamel  for  the  first  coat  on 
new  work  should  be  well  brushed  into  the  pores. 
A coat  that  is  too  heavy  will  not  bond  well  nor  dry 
properly. 


PERMANENCY  OF  SHADES:  Certain  shades  of  ready-mixed  paint  and  enamel,  especially  light 
and  delicate  tints,  are  apt  to  change  color  when  confined  in  an  air-tight  package.  Light  and 
air  will  usually  restore  them  to  their  proper  shade.  . . . Color  chips  when  kept  from  light,  or 
are  too  old,  change  their  color,  the  change  being  more  noticeable  in  some  shades  than  in  others. 
...  Our  paints  are  matched  to  standard  samples,  so  the  paint  itself  is  the  standard  for  color, 
and  not  the  chip,  thereby  minimizing  variations  in  color. 
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DEBEVOISE  CONCOTE  is  made  in  white  and  the  I 2 standard  shades  shown 
below.  Additional  shades  or  tints  may  be  obtained  by  mixing  with  Concote 
White  or  by  blending  two  or  more  colors  together.  The  shades  and  tints  that 
may  be  produced  in  this  manner  are  so  numerous  that  special  shades  are 
seldom  required.  We  are,  however,  prepared  to  make  them  when  necessary. 
. . . No  special  primer  is  needed  for  Debevoise  Concote. 


PRIMING  AND  FINISHING  COATS 


IVORY 


BUFF 


TAN 


SANDSTONE 


CORAL  PINK 


GREENSTONE 


TROPICAL  GREEN 


BROWNSTONE 


FRENCH  GRAY 


SPANISH  BROWN 


BLUESTONE  BRICK  RED 

Also  made  in  WHITE 

NOTE:  When  ordering,  please  specify  paint  by  name  and  shade. 
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THE  DEBEVOISE  COMPANY  - Brooklyn,  New  York 


Specifications  for  the  Use  of 

DEBEVOISE  CONCOTE 


Preparation  of  Surfaces:  Remove  any  ac- 
cumulation of  dust,  dirt,  sand  and  all  loose  par- 
ticles, by  wire  brushing  or  scraping  the  surface. 

Efflorescence  should  be  scraped  off  and  the  sur- 
face washed  with  a solution  of  zinc  sulphate  in 
water  (3  to  4 pounds  to  the  gallon). 

Cement  washes  and  other  thin  coatings  some- 
times applied  to  concrete,  brick  and  similar  sur- 
faces, can  seldom  be  painted  satisfactorily  because 
of  their  lack  of  proper  adhesion.  It  is  important, 
therefore,  that  such  surfaces  be  thoroughly 
scraped  or  wire  brushed,  and  then  carefully 
dusted  before  the  surface  is  painted. 

Any  repointing  necessary  should  be  done  before 
the  priming  coat  is  applied. 

Priming  Coat:  On  unpainted  walls,  either  new 
or  old,  best  results  will  be  obtained  by  adding 
from  one  quart  to  one  gallon  of  Concote  Thinner 
to  each  gallon  of  Concote.  The  exact  quantity  of 
Th  inner  will  depend  upon  the  porosity  of  the  sur- 
face and  its  condition,  and  should  be  determined 
by  testing  various  admixtures  on  small  sections  of 
the  surface  to  be  painted. 

It  is  unnecessary  to  use  a sizing  material  of  any 
kind,  as  Concote,  when  used  as  directed,  will 
effectively  seal  the  pores  and  provide  a suitable 
foundation  for  the  finishing  coat. 

On  unpainted  wood  surfaces,  where  Concote  is 
desirable  as  a finishing  coat,  a priming  coat  of 
Debevoise  Best  Quality  Paint,  in  a color  approxi- 
mating the  shade  of  Concote,  is  recommended. 


Finishing  Coat:  Apply  one  or  two  coats  of 
Debevoise  Concote  in  the  desired  shade.  Thinner 
is  not  usually  required. 

As  Concote  dries  to  a flat  finish  it  is  generally 
recommended  for  interior  work,  except  where 
mild  climatic  conditions  allow  its  use  outdoors. 

On  exterior  work  a more  durable  finish  is  obtained 
by  using  Debevoise  Best  Quality  Paint,  as  a finish- 
ing coat,  in  a shade  approximating  that  of  the 
Concote  used  as  a primer.  Apply  one  or  two  coats, 
depending  upon  the  condition  of  the  surface. 

GENERAL 

Application:  Do  not  apply  paint  in  damp,  foggy 
or  freezing  weather,  nor  to  surfaces  that  are  not 
thoroughly  dry  and  clean. 

When  painting  concrete,  brick  and  similar  porous 
materials,  particularly  new  work,  select  a good 
clear  day  when  the  temperature  is  not  less  than 
50°F.  (higher  temperature  is  preferable)  and,  if 
possible,  after  a week  or  more  of  good  drying 
weather. 

Debevoise  Concote  should  not  be  applied  dur- 
ing the  winter  months;  but  if  it  be  necessary  to  do 
so,  we  recommend  that  painting  be  done  only  on 
surfaces  that  are  receiving  sunlight. 

Allow  at  least  24  or  36  hours  to  elapse  between 
coats. 

Workmanship:  The  paint  should  be  brushed  out 
to  a smooth  finish,  or  spray  applied. 


PERM  AN  ENCY  OF  SHADES:  Certain  shades  of  ready-mixed  paint  and  enamel,  especially  light 
and  delicate  tints,  are  apt  to  change  color  when  confined  in  an  air-tight  package.  Light  and 
air  will  usually  restore  them  to  their  proper  shade.  . . . Color  chips  when  kept  from  light,  or 
are  too  old,  change  their  color,  the  change  being  more  noticeable  in  some  shades  than  in  others. 
. . . Our  paints  are  matched  to  standard  samples,  so  the  paint  itself  is  the  standard  for  color, 
and  not  the  chip,  thereby  minimizing  variations  in  color. 
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DEB- E-LITE 


DEB-E-LITE 

FLAT  FINISH 


A modern  mill  white  available  also  in 
twelve  light-reflecting  tints,  or  in  special 
shades  to  match  plant  standards.  For  stip- 
pling use  Debevoise  Stipple  Finish.  In 
Modern  Industrial  Plants,  Public  Buildings, 
Hospitals,  Churches,  Schools  and  Homes, 
illumination  and  sanitation  are  most  im- 
portant in  the  selection  of  paints,  particu- 
larly for  walls  and  ceilings. 


Because  of  their  greater  light-reflecting 
value,  modern  interior  decoration  is  tend- 
ing toward  the  use  of  carefully  selected 
tints  which  provide  adequate  light-reflec- 
tion and  insure  a cheerful  atmosphere  and 
improved  working  conditions.  This  paint  is 
recommended  for  finishing  all  interior  sur- 
faces of  plaster,  concrete,  wallboard, 
metal  or  wood. 


IVORY  No.  359 


CORAL  PINK  No.  343 


DEEP  CREAM  No.  371 


SKY  BLUE  No.  342 


BUFF  No.  340 


LIGHT  GREEN  No.  345 


ECRU  No.  372 


NEUTRAL  GRAY  No.  344 


CREAM  No.  370 


MEDIUM  GREEN  No.  347 


FAWN  No.  369  MEDIUM  GRAY  No.  368 

For  Eggshell  and  Gloss  shades  see  following  page. 

NOTE:  When  ordering,  please  specify  painf  by  name,  shade,  finish  and  number. 
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THE  DE  BE  VO  IS  E COMPANY- Brooklyn.  New  York 


Specifications  for  the  Use  of 

DEB-E-LITE 


FLAT  FINISH 


PREPARATION  OF  SURFACES 

PLASTER  when  new  is  alkaline,  and  therefore 
should  be  treated  with  a solution  of  zinc  sulphate 
in  water  (3  or  4 pounds  to  the  gallon),  and  allowed 
to  dry  thoroughly,  thereafter  remove  protruding 
crystals  by  brushing  the  surface. 

Walls  that  have  been  calcimined  or  given  a coat 
of  cold  water  paint  should  be  thoroughly  washed 
and  allowed  to  dry  properly  before  being  painted. 

Cracks  in  plaster  should  be  wetted  and  filled  with 
a paste  of  Plaster  of  Paris.  Large  cracks  should  be 
cut  out  in  such  a way  that  they  are  larger  at  the 
bottom  than  they  are  at  the  surface,  and  then 
filled  with  Plaster  of  Paris.  When  the  plaster  is 
dry,  sandpaper  the  surfaces  smooth,  and  paint 
these  patches  with  shellac  or  aluminum. 

Where  walls  and  ceilings  have  accumulated  a thin 
layer  of  smoke,  grease  or  other  foreign  matter, 
they  should  be  washed  with  soap  and  water  to 
which  a little  ammonia  has  been  added,  and 
finally  rinsed  with  clear  water.  Loosely  adhering 
paint,  dirt,  etc.,  should  be  completely  removed. 

BRICK,  CONCRETE  and  PLASTER  . . . These  sur- 
faces contain  free  lime  that  should  be  neutralized 
with  the  zinc  sulphate  solution  referred  to  above, 
and  thereafter  given  a coat  of  Debevoise  Wall 
Primer. 

WOOD  SURFACES  that  are  badly  checked  or 
have  a high  gloss  finish,  should  be  sandpapered 
smooth  before  being  painted. 


PRIMING  COATS 

For  Concrete,  Brick,  Plaster  and  Wallboard,  use 
Debevoise  Wall  Primer  or  Concote. 

New  and  Unpainted  Wood  . . . Apply  a priming 
coat  of  outside  pure  linseed  oil  paint.  Debevoise 
Building  White  No.  610  is  recommended  as  best 
for  this  purpose. 

Previously  Painted  Wood  . . . Use  Deb-e-lite  Flat 
Finish  as  a primer  and  a succeeding  coat  of  Deb- 
e-lite  Flat,  Eggshell  or  Gloss  Finish.  Where  Deb- 
e-lite  tints  are  to  be  used  for  finishing,  the  base 
coat  should  be  tinted  approximately  to  corre- 
spond. 

On  surfaces  stained  with  oil  or  grease,  or  over 
gilsonite  or  asphaltum  base  paints,  use  Decoseal 
Aluminum  Paint  for  first  coat. 

Metal  . . . After  thoroughly  cleaning  surface  to 
remove  dust,  grease  or  dirt,  apply  two  coats  of 
Deb-e-lite  Flat  Finish  as  received.  Where  rust  has 
already  started,  surface,  after  first  being  cleaned 
as  above,  should  be  primed  with  Dereka  Metal 
Paint  Red  No.  505  before  applying  Deb-e-lite. 

CAUTION 

Do  not  use  glue  nor  cheap  size  in  preparing  the 
surface.  Where  necessary  to  thin,  use  only  Debe- 
voise Flat  Finish  Thinner  or  pure  turpentine. 

Deb-e-lite  Flat  Finish  will  appear  to  dry  in  a very 
short  time,  but  24  to  36  hours  should  elapse  be- 
tween coats. 


PERMANENCY  OF  SHADES:  Certain  shades  of  ready-mited  paint  and  enamel,  especially 
light  and  delicate  tints,  are  apt  to  change  color  when  confined  in  an  air-tight  package.  Light 
and  air  will  usually  restore  them  to  their  proper  shade.  Color  chips  when  kept  from  light,  or 
are  too  old,  change  their  color,  the  change  being  more  noticeable  in  some  shades  than  in 
others.  Our  paints  are  matched  to  standard  samples,  so  that  the  paint  itself  is  the  standard 
for  color,  and  not  the  chip,  thereby  minimising  variations  in  color. 
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DEB-E-LITE 


DEB-E-LITE 


EGGSHELL  FINISH  ....  A semi-gloss, 
sanitary  coating,  which  dries  to  a hard 
surface  of  a vitreous  nature,  resisting  dust 
and  dirt  and  readily  cleaned.  Because  of 
its  exceptional  hiding  power,  one  coat  will 
ordinarily  be  sufficient  in  repainting. 

Both  Eggshell 


GLOSS  FINISH  ....  A high-gloss  paint 
for  all  interior  surfaces.  When  thoroughly 
dry,  it  presents  a sanitary,  tile-like  surface, 
easy  to  clean  and  maintain  in  its  original 
brightness.  The  paint  is  justly  entitled  to 
the  outstanding  position  it  has  gained  for 
itself  in  plant  maintenance. 


and  full  Gloss  Finishes  are  made  in  White  and  the 
twelve  attractive  shades  shown  below.  Also  furnished  in  special  shades 
to  conform  to  plant  standards. 


NEUTRAL  GRAY  No.  47-1 


QUAKER  GRAY  No.  471 


LIGHT  GREEN  No.  447 


LIGHT  IVORY  No.  473 


IVORY  No.  443 


ECRU  No.  441 


GREEN  DRAB  No.  470 


DEEP  CREAM  No.  440 


PALE  GREEN  No.  445 


FAWN  No.  472 


NILE  GREEN  No.  444  OYSTER  GRAY  No.  442 

NOTE:  When  ordering,  please  specify  painf  by  name,  shade,  finish  and  number. 
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THE  DEBEVOISE  COMPANY- Brooklyn.  New  York 


Specifications  for  the  Use  of 

DEB-E-LITE 

EGGSHELL  and  GLOSS 


PREPARATION  OF  SURFACES 


PLASTER  when  new  is  alkaline,  and  therefore 
should  be  treated  with  a solution  of  zinc  sulphate 
in  water  (3  or  4 pounds  to  the  gallon),  and  al- 
lowed to  dry  thoroughly,  thereafter  remove  pro- 
truding crystals  by  brushing  the  surface. 

Walls  that  have  been  calcimined  or  given  a coat 
of  cold  water  paint  should  be  thoroughly  washed 
and  allowed  to  dry  properly  before  being  painted. 

Cracks  in  plaster  should  be  wetted  and  filled  with 
a paste  of  Plaster  of  Paris.  Large  cracks  should  be 
cut  out  in  such  a way  that  they  are  larger  at  the 
bottom  than  they  are  at  the  surface,  and  then 
filled  with  Plaster  of  Paris.  When  the  plaster  is 
dry,  sandpaper  the  surfaces  smooth,  and  paint 
these  patches  with  shellac  or  aluminum. 

Where  walls  and  ceilings  have  accumulated  a thin 
layer  of  smoke,  grease  or  other  foreign  matter, 
they  should  be  washed  with  soap  and  water  to 
which  a little  ammonia  has  been  added,  and  fin- 
ally rinsed  with  clear  water.  Loosely  adhering 
paint,  dirt,  etc.,  should  be  completely  removed. 

BRICK  and  CONCRETE  . . . These  surfaces  con- 
tain free  lime  that  should  be  neutralized  with  the 
zinc  sulphate  solution  referred  to  above,  and 
thereafter  given  a coat  of  Debevoise  Wall  Primer. 


WOOD  SURFACES  that  are  badly  checked  or 
have  a high  gloss  finish,  should  be  sandpapered 
smooth  before  being  painted. 

PRIMING  COATS 

For  Concrete,  Brick,  Plaster  and  Wallboard,  use 
Debevoise  Wall  Primer  or  Concote. 

New  and  Unpainted  Wood  . . . Apply  a priming 
coat  of  outside  pure  linseed  oil  paint.  Debevoise 
Building  White  No.  610  is  recommended  as  best 
for  this  purpose. 

Previously  Painted  Wood  . . . For  Eggshell  Finish. 
. . . Apply  Deb-e-lite  Eggshell  as  received  in  the 
can.  Owing  to  the  exceptional  hiding  power  of 
this  paint,  frequently  one  coat  will  be  sufficient 
for  satisfactory  results. 

Previously  Painted  Wood  . . . For  Full  Gloss  Finish 
. . . Apply  one  coat  of  Debevoise  Undercoater 
prior  to  finishing  with  Deb-e-lite  Gloss. 

Metal  . . . For  Eggshell  Finish  . . . After  thoroughly 
cleaning  surface  to  remove  dust,  grease,  or  dirt, 
apply  one  coat  of  Deb-e-lite  Flat  before  finishing 
with  Eggshell. 

On  surfaces  stained  with  oil  or  grease,  or  over 
gilsonite  or  asphaltum  base  paints,  use  Decoseal 
Aluminum  Paint  for  first  coat,  finishing  with  Egg- 
shell Finish  or  a coat  of  Undercoater  and  Gloss, 
as  recommended  for  previously  painted  wood. 


PERM  AN  ENCY  OF  SHADES:  Certain  shades  of  ready-mixed  paint  and  enamel,  especially 
light  and  delicate  tints,  are  apt  to  change  color  when  confined  in  an  air-tight  package.  Light 
and  air  will  usually  restore  them  to  their  proper  shade.  Color  chips  when  kept  from  light,  or 
are  too  old,  change  their  color,  the  change  being  more  noticeable  in  some  shades  than  in 
others.  Our  paints  are  matched  to  standard  samples,  so  that  the  paint  itself  is  the  standard 
for  color,  and  not  the  chip,  thereby  minimizing  variations  in  color. 
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; i||  BEST  QUALITY  PAINT 

DEBEVOISE  BEST  QUALITY  PAINT  is  made  in  Outside  White  No.  251* 
and  Gloss  Black  No.  253,  in  addition  to  the  standard  shades  shown  on  this  page. 
. . . The  24  standard  colors  meet  most  requirements;  but  we  are  prepared  to 
make  this  paint  in  any  other  shade  that  may  be  necessary  to  meet  special 
conditions  or  to  match  plant  standards. 


IVORY  No.  255 


COLONIAL  No.  263 


CREAM  No.  266 


YELLOW  No.  265 


BUFF  No.  262 


ANTILLES  GREEN  No.  282* 


WARM  GRAY  No.  258 


GRAY  No.  278 


LEAD  No.  260 


LIGHT  GRAY  No.  264 


SAGE  GRAY  No.  270 


BATTLESHIP  GRAY  No.  272 


DEEP  BLUE  No.  286- 


MOSS  No.  287 


RED  OXIDE  No.  283 


STONE  No.  257 


SPANISH  BROWN  No.  25? 


BROWN  OXIDE  No.  261 


PEA  GREEN  No.  26? 


LIGHT  BLUE  No.  273 


BRIGHT  GREEN  No.  275* 


CHERRY  No.  285* 


BRONZE  GREEN  No.  274 


DARK  GREEN  No.  276 


Also  made  in  OUTSIDE  WHITE  No.  251*  and  GLOSS  BLACK  No.  253. 
•These  shades  are  higher  in  price  than  the  others  shown  on  this  page. 


NOTE:  When  ordering,  please  specify  paint  by  name,  shade  and  number. 
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THE  DEBEVOISE  COMPANY  - Brooklyn,  New  York 


Specifications  for  the  Use  of 

DEBEVOISE 
BEST  QUALITY  PAINT 


NEW  WORK 

Preparation  of  Surfaces:  New  lumber  exposed 
to  the  weather  should  be  subjected  to  several  rain 
storms  before  the  wood  is  painted. 

All  knots,  as  well  as  resinous  and  sappy  portions  of 
the  wood,  should  be  given  a thin  coat  of  shellac. 

Priming  Coat:  Have  the  paint  thin  enough  so 
that  it  will  leave  but  little  paint  on  the  surface.  Thin 
the  paint  to  the  proper  consistency  with  pure  gum 
spirits  of  turpentine  only. 

Putty  nail  holes,  joints,  etc.,  when  the  priming  coat 
is  dry. 

Second  Coat:  Add  the  necessary  amount  of  tur- 
pentine to  the  paint  for  this  coat,  so  that  it  will  not 
dry  with  too  high  a gloss. 

Finishing  Coat:  Apply  the  paint  in  the  consist- 
ency furnished.  It  will  dry  with  a fine,  high  gloss 
finish.  If  it  is  too  heavy  for  application,  thin  the 
paint  with  pure  linseed  oil. 

OLD  WORK 

Preparation  of  Surfaces:  Remove  all  loosely 
adhering  paint  by  scraping  or  burning  it  off,  and 
clean  the  surfaces  thoroughly  of  all  dirt,  grease 
and  other  foreign  matter  which  would  interfere 
with  the  proper  adhesion  of  the  paint. 


First  Coat:  Add  sufficient  turpentine  to  cut 
down  the  gloss. 

Finishing  Coat:  The  paint  as  received  will  give 
a fine,  high  gloss  finish. 

A small  quantity  of  pure  linseed  oil  may  be  added, 
if  necessary. 

If  two  coats  will  not  be  sufficient,  as  in  the  case  of 
badly  worn  surfaces,  thin  the  paint  as  directed 
under  "New  Work." 

GENERAL 

Application:  All  surfaces  must  be  dry  and  clean. 
Do  not  apply  paint  in  damp,  foggy  or  freezing 
weather.  The  temperature  should  be  not  less  than 
50  F.  (preferably  higher). 

In  winter  months,  when  the  temperature  is  likely 
to  drop  considerably  during  the  night,  painting 
should  be  done  only  on  those  areas  that  are  receiv- 
ing sunlight. 

It  is  important  that  the  paint  be  stirred  thorough- 
ly before  use,  so  as  to  insure  uniform  consistency 
and  color. 

Allow  ample  time  for  drying  between  coats. 

Workmanship:  Brush  paint  out  well,  so  that  it  is 
evenly  distributed  and  will  not  run. 


PERMANENCY  OF  SHADES:  Certain  shades  of  ready-mixed  point  and  enamel,  especially  light 
and  delicate  tints,  are  apt  to  change  color  when  confined  in  an  air-tight  package.  Light  and 
air  will  usually  restore  them  to  their  proper  shade.  . . . Color  chips  when  kept  from  light,  or 
are  too  old,  change  their  color,  the  change  being  more  noticeable  in  some  shades  than  in  others. 
. . . Our  paints  are  matched  to  standard  samples,  so  the  paint  itself  is  the  standard  for  color, 
and  not  the  chip,  thereby  minimizing  variations  in  color. 

PAGE 

36 


NEW  YORK,  N.  Y. 


PAINTS  AIA  25  THE  DEDEVOISE  COMPANY 


